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This Is the second part of a progrm concerning noise certification for V/STOL
and helicopter aircraft. Aspects considered were: an engineerring calculetion pro-
cedure whtich validly and reliably retle-ts annoyance to helicopter operatlons;
lestimates of noise exposure levels which could be compatible with human activities
In areas surrounding heliports6 noise exposure modeling for helicopter noise; cer-
tification measurement approaches for helicopter noise certification.

The basics of the program involved hian response evaluations of conventional
takeoff and landing (dOL) aircraft noise, simulations of helicopter noise empha-

ksizing ,slap" or pulsatlnq noise effects, and recordings of a wide variety of

halicopter operations.

The main conclusion is that PNdB with the FAR-36 duration correction reliably
reflects annoyance to helicopter noise. No correction for 'slap- or tone is
required. Also. dBA, is almost as effective as PNdB for measuring effect- ofhelicopter noise (dukation effects are included). [Himination of 'navy slap' is
equivalent to a maximu of a 2 to 3 d5A reduction relative to annoyance response.
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NOISE CERTIFICATION CONSIDERATIONS

FOR HELICOPTERS BASED ON

LABORATORY INVESTIGATIONS

* 1. 0 INTRODUCTION
9

Noise certification has played and will continue t(, play an im-
portant role in reducing noise exposure impact from aircraft operationa.

Aircraft type noise certification is presently in effect for both coorri.nr-
cial transport and general aviation aircraft (FAR-3o, Appendix C and
F respe.tively) but no noise certification ru'es have been implemented
for the helicopter, which i5 a wide.-y used and versatile aircraft type. The

aim of this research program. is to investigate various significtnt ele-

ments of a helicopter noise certification program. Tht- "----2,rk is a, -

complished utilizing laboratory ttudies involving hu,-,a;' response to

helicopter and other aircraft noise rign_'ls, review of work completed
by other investigators, consideration of heliccpter noise certification

""-measuremenxt schemes, and consid-_ration of community response

studies to noise from other aircraft such as CTOL types. The ele-

mental objectives are:

* Determine an engineering calculation procedure or weglkt-

ing network that validly reflects annoyance response to helicop-
ter aircraft.

* Estimate noise exposure levels that will be compatible with
activities surrounding heliports and airports at which helicopters

are based.

• Determine the fe.sibility -)f incorporating noise expostire
effects from helihcpter aircraft into existing airport noise ex-
posure modeling apprcaches.

* Provide essential aspects of a certification measurement
approach for helicopter noise certification.

Since, due to "blade slap", helicopter noise has such dqstinrtive

characteristics, prior to presentation of the main aspects of this study
program, a general discussion of the problem. sorie findings of pre-
vious studies, and a brief study rationale are provided.

rL
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toleranc-'s, tr-'n,.- *'!::.' r;',t'''',.!1f - , chann2,e the ,iap :vn,!ra-

tion chal-acter'

The tir.K -tat. -cl' rt'-i %rt assure thaii -.t- 4 ' *itil'iu)
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scheme- must be ibi.' tti a4 o-tl'1t for th,o vrrea.'rce of bMade' slap. Also.
since moi,:v *'xistmi ei it .ýe''d~ii' !iV 'I4 ''
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1. Z Findinfgs of Pre;K'ous Studies

Virtually flo ba'4yc data are availahb1! which relate humran response

to the t.>'pe of repetitive impulse n~oise generated by helicopter rotorza.



Work has been done, for exam.niple, with sonic booms and with small

numbers of impulses, but findings of these studies do not necessarily

perta-in to blade slap effects. The results frcm studies Uti•i'?ftg fly-

over-.ype helicopter noises are not entirely helpful. iies. studies

have, in general, used existing noise rating schemes a.2ch a:1 dDtA,
dBB, dBC, dB(iiner), and the Noy and Loudnesi Lecei ba3eJ units.

The weightir, networks and calculation prcredure; have )"cn .nvesti-

gated with and without tone and duration corre-t.in_,. i .-. rt,. (Ref.

1-1) found tha- existing rating methods are inadequaie fo- ý.elicopters
with impulsive noise, and on the basis of a sn-_ll sI.-y (Rt-f. 1-Z)
tentatively propose'd a lZ dBA penalty for such noises. Ollerhead

(Ref. 1-3) also concludes that existing scales do not adequatuly reflect

annoyance to nelicopter noise, and that subjective effects of low fre-

quency pulsatile sounds in conjunction with possible revision in the low

frequency portions of the Noy curves should be investigated. Munch

and .•ing (Ref. 1-4) suggest Lhat it may be necessary to add a penalty

of from 5 to 10 dBA to impulsive aircraft noise: their conclusion was

based on a study which correlated annoyance with the crest factor effect
of the helicopter signal. Scernfeld, et al (Ref. 1-5) report that impul-

sive helicopter noise is underestimated by about 4. 5 PNdB, inferring

a 4.5 PNdB per.nlty. Accordi'ng to Hinterkcuser, et al (Ref. 1-6),

PNdB and dBA are good units for helicopter noise domin.ated by tail
rotor noise (which is similar to propeller noise), but b!ade slap is

overweighted in the low frequenc' •s by PN IB.,A, implying a need

for a chanxge in the weighting curves or an ..-sociated penalty. Pear-

sons, (Ref. 1-7) reported that PNL, dLA and dBN all predicted
helicopter noise reasonably well, with PNL performing the b-st. A

study by MAN-Acouitics and Noise, inc. (Rcf. 1-8) fouud that PNdB
overestimated hell.:opter r.aise annoyance relative to some other types
of aircrait noise signals, i. e. , in contradiction to some of the above

mentioned studies, a negative penalty is indicated. However, if PNdB
is duration corrected, it does a rez.sonaoly good job for helicopters
with and without blade slap. Hinterkcuser, et al (Ref. 1-6), Ollerhead

(Ref. 1-3), and MAN-Acoustics and :oAse, Inc. (Ref. 1-8) ail agree
that a duration correction improves the anncyarce correlation, but

Pearsons, et al (Ref. 1-7) found that a combination of duration and tone
correction did not improve the accuracy of the prediction (the duration
correction was only examined in combination with the tone correction).

Based on Ollerhead's work (Ref, 1-3), several researchers have

suggested modifying the tone correction procedure to exclude corrections
below 500 Hz. However, Callaway (Ref. 1-9) contends that Otierhead

incorrectly "pplied the tone correction below 500 Hz and propose' that
a re-analysis of the data b. u ndertaken to verify Ollerhcad-s results.

In their study, MAN-Acousti:s and Noise, Inc. (Ref. 1-8} found the tone

1-3

L



correction provided a slight improvement in the helicupter noise

prediction when applied to PNL.

-1. 3 Study Rationale

A survey of thc studies cited in the previous section by no
mearf orovides a definitilv• qualitative assessment of the effects of

impulsive rotor noise, to say nothing of the quaantitative information
which would be needed for a convincing subjective noise moodel.
While Reveral studies do conclude thAt existing weighting bcales
underestimate the annoyance of slap, one study (Ref. 1-8) shows that

PNdMi overestimates the annoyance relative to rsome other aircraft

sounvd,;. There seems to be a case for the inclusion of the dur.ation

corre-ction, but the utillty of the tone correction is questionable.

Most of the above studies used sounds with complex spectral

and temporal variables. Thusly, the effects of b'adt slap could have

been interacting with other variables. In order to more effectively

isolate the subjective inmoact and the significant variables of blade
slap, the initial phase of this study (referred to as the pilot stuiy)
employed simulations in which the slop parameters were controlled,

as well as actual helicopter recordings. The resui.s of the pilot

study helped to define a larger study which used more diverse and

complex sounds.

1 -4
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0,( PILOT STUDY

Z . I Obp ctives

The main objective involves obtaining results cOncerninq extent

o' annoyance associated with "blade slap". The aim i- to design a

stuidy which provid-s a wide opportunity for "blade slap" annoyance

to surface. In conjunction with investigating the possibility of in-

creased annoyance due to "blade slap", an evaluatior, of the extent that

the crest factor correction (CFC) is associated with annoyance re-

sponse will also be investigated. Finally. du to the fact that tliat hel-

icopter noise contains considerable !ow frequency acoustic cnorgy.
recording and reproduction approaches that provide realistic presen-

tations of low frequency noise will be examined.

Z. Z Experiment Description

The pilot study essentials are a magnitude estimation experi-

ment involvirg twelve subjects, judging sixteen signals at four differ-

ent levels.

Z. Z. I Signals

A general description of the sixteen signals is presented in

Table Z-l. while a detailed technical discussion concerning rationale

for selection is given in the next section, ",:. 3 Signal Recording and

Presentation Considerations". As can be seen from Table Z-l. the

first seven signals are concerned with "slap" effects. Comparisons

among signals I to 4 (no to heavy slap) will permit comparisont in-
volving slap arrplitude while comparisons among signals 3, 5, and 6

provide comparisons concerning frequency of slap. Comparison be-

tween signals Z and 7 will show differernces concerning slap rise time.

Signals 9 through 16 are concerned with recording and prepentation
consaderat ors of the low frequency noise.

Each -ignal was presented at peak levels of 61. 67, 73, and 79
dBA and t:4e standard signal was at 70 dBA; as shown in Table 2-1,
signal I was used as the standard. Thusly, each stabject evaluatt-d
the sixteen noises ,t four levels for a total of sixty-four cvAlitations.

Z.Z.Z Subjects

Persons evaluating the sixteen noises included MAN-Acoustics
and Noise personnel plus persons from a subject pool established for
previous studies. No subject who was aware of study aims



"Table I-I. P+ilot ,tttydv n•lse signals.

No. I DE., R RIPTION

'1 Tail rutor nuoý'ic •ir lulati on wi-h no slap (Standard Signal).
" Tail rotor not,,e with hI ht Siap .tt 10 beats/sec.
3 Tail rotor :ioise witih moderate+ htap at 10 beats/sec.

4 rail rotor noise with heavy lap at 10 beats/sec.

5 ! Tail rotor noise with ixud,, rate slap at 6 beats /sec.
6 t Tail rotor noise wP it n ir~od,. rate s lap at 18 hiIts /sec.

7 i Tail rotor nois1e with mord rate slap at IC beats/sec. andS fast rise tinie.

8 I'level fly ILy - re, t and F M recording.
. . - dirct and rolled-off FM recording.

10 J " " " - direct recording only (no F M).

I I Chinook hover - dir.-t" and FM. r,.cordin-
1Z [ ." " - direct and roltlec!-ofl FM recording.

13 "' - di ret re i,,rdi•g only (no FM).

14 Chinook shallow turn - d;r,-tt and FM recording.
15 . . . - ir,,ct and rolled-off FM r~cording.
16.- direc! reccrding only (no FM).

See section 2. 3 for rationale of -ignals 8 thrcugh 16.

participated and they covered a wide rango- of ages ranging from the

early twenties to late sixtios, both i'xes were represented. The

following magnitude estimation instructions were utilized.

Pilot Study lnctructions

We are askti.g you to help ,tnsv-W, the qustion, "How

annoying are various kind.s of scound(. ?" We will ask you to
listen to some sounds and rat, ther, iii terms of annoyance. The
sounds you are to rat(- will b. pr so itt-I to you one-at-a-time.

Listen to all of each sound before making your judgment. In a
moment, we will have vou listen to a sound with an annoyance
score of 10. Use that !ounc n,. ai Ota,.dard, and judge each suc-

ceeding sound in relation to that standard. For example, if a
sound seems twice as annoying as th, 'tandard, you will write t,
"20" in the space for that so, ind or. the answer sheet. If it seems
three times as annoying, write "30". If slightly more than twice
as annoying, you may choose to write "-'" or "Z2" or "23",
whatever is appropriate. If it seems only one-quarter as annoy-
ing, write 2-1/2. If slightly less annoying than the standard,

use the number that best expresses the difference, such as "7"

.-2

/

,/



or "8", and so on.

Your ratings should reflect only your owu opinion of the
sounds: that is what we w-int. Each sound is numbered to
correspond to the numbers on your answer sheet.

You will now hear the standard sound with an annoyance
rating of 10.

Z. Z. 3 Dependent Measures

The "subjective dB" method as described in References 2-l,
Z-2, and 2-3 is used to evaluate response to tLe sixteen signals. The
essentials of this liagnitude estimation method is that signals are
compared to a standard by the judges, plus there is i Iso a comparison
among the various signals. Results provide the answer to the ques-
tion, "Utilizing a particular engineering calculation procedure or
weighting network, at what level do the subjects place the noise for a
particular calculated value?" For example, a noise event could have
a calculated value of 70 dBA while the judged level is 75 dBA. This
means that the dBA weighting network under-evaluates that noise
event by 5 dBA.

Z. 3 Signal Recording and Presentation Consideratinns

Recordings of the helicopter signals utilized in both the pilot
and main studies were made with the helicopters performing the fol-
lowing maneuvers:

(1) Normal takecif and climb-out.
(Z) Maximum performance takeoff and climb-out.
(3) Level flybys at various speeds and altitudes.
(4) Shallow and steep turns with the microphone at

the center of the turn.
(5) Normal approach with touchdown.
(6) Steep approach with touchdown.
(7) Hover, with recordings made f-om forward,

aft, port and starboard.

The Bell UH-IH Huey and the Bell OH-58 Kiowa are single-
rotor, single-engine, turbine-powered helicopters. The Huey pro-
duces slap in most flight regimes, while the Kiowa produces very
little slap, with the tail rotor noise dominating.

The BoeingiVertol CH-46 Sea Knight and CH-47B Chinook are
both turbine-powered tandem-rotor types. The Sea Knight has one
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turbine engine, the Chinook iwo. Both generate significant slap.

The Hughes 269B is light, sing:,-rotor, and powered by a single
reciprocating engine, producing almost no slap, with axhaust and tail
rotor noise dminating.

Since one of the distinguishing characteristics of he.icopter noise
is the low frequency impulsive content, it is important that recording
techniques used to acquire these signals be capable of capturing low
fiequency noise. The helicopter noises were recorded on a two-track
Uher 4200 Report Stereo portable tape recorder. One track of the re-
corder was fed by an auxiliary frequency-modulation system, providing
a recoraing capability of from 3 Hz (the lower limit of the micro,,hone)
to 600 Hz (the upper limit of the FM system). On the second recording
track, the signal was first encoded b, the compressor section of a dbx
compressor/expander, a system capable of virtually doubling the dy-
namic range of the tape recording process to more than 70 dB by com-
pressing the signal as it is recorded, and expanding during playback.
The dbx-processed s'gnal was recorded using the direct mode of the
tape recorder. The frequency response of the second track recording
was limited by the frequency response of the tape recorder itself to
from about 40 Hz to 15 kHz. Both tracks were recorded simultaneously

* to produce time-syncbronized spectral coverage from 3 Hz to 15 kHz.
A :-alibrated tone was recorded on both channels to enable equalization
of gains during playback.

For presentation in the study, the FM and direct tracks were
mixed to provide the total audible spectrum. Mixing was accomplished
by playing the decoded FM output through a low-pass filter, and the
dec~ded dbx output through a high-pass filter, with both filters having
3 dB down points at 100 Hz. The outputs of the filt-rs were fed to a
two-channel amplifier and then to respective speakers in the listening
chamber for acoustic mixing.

The dbx system was not used to process the signal recorded on
the FM track because of the IoL er limiting frequency of the dbx system
of about 20 Hz. The dynamic r nge of the FM track was therefore less
than the direct track and thus limited the effective dynamic range of
the presentation. Howevesr, the recording noise floor problems •ire
generally of less significance in the lower frequencie's than in tne upper
part of the audible spectrum. Since the FM signals were played back

through a low-pass filter with a 100 Hz cutoff, the noise floor was con-
s.derably lowered, thereby minimizing the intersignaL noise duriig
presentation, and producing high quality, low noise signals.

.i-4
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Three recordings of the Boeing/Vertol CH-47B tandem rotor
helicopter were used in thr construction of noises presented in the

pi'ot study. One of the recordings is of a 1000 feet level flyover at
)(j, knots. Of the f".Xer two recordings, one is a tVn-second excerpt
tronm a shallow t3-,, at 400 feet above the ground with the microphone
a,. 1--e :enter of thn :-.4rn; the other is a ten-second portion of a hover
at .•. ,-r't hiijntal distance. The latter two noises were chosen
as rvLati" ei a*,.ady-state specimen2 of actual noises.

The low frequency cont-ý. of the three real noises was manipu-
lated to test for the significance of the energ; below the 50 Hz 1/3-
cctavc band, the present lower spectral limit tor Noy-based calcula-
tionLs. Each of the three recordings wab presentcd in three modes,
resultirg in nine conditions.

In Mode 1, the simultaneous low frequency (FM) and high ire-
quency (direct) recordings were passed through the low/high-pass
filter and acoustically mixed in the listening chamber. This condition
presented the -omplete spectrum to the subject, but contained the
effects of mixing the FM and direct recordings.

Mode Z was produced by decoding the FM signal, re-recording
it direct so that the tape recorder limited .he low frequency response
to about 40 Hz, then FM encoding and re-recording was completed.
The resulting recording, when mixed with the direct recordinL, had
the same frequency response as the direct recording alone, but also
contained the effects of mixing, if any. The direct channel was also
re-recorded twice to preserve the simultaneity of the tw.€o channels.

" Mode 3 consisted of the direct channel of Mode Z (i. e., re-re-
corded twice), but with nothing on the FM channel. This, when pre-
sented without the use of the high-pass filter, produced a signal that
had useable energy down to 40 Hz as in Mode Z, but because of the
multiple generations, rolled off faster than the Mo'!e Z signal from
about 60 Hz down. Mode 3 contained no ýnixing effects.

Thus, Mode 1 had response down to about 5 Hz (the lower limit
of the speaker/listening chamber), Mode 'Z to about 40 Hz, and Mode 3
to 60 Hz with reduced energy to 40 Hz.

Each of the three real signals was used in all three modes, making
nine real conditions.

The aim of this aspect of the piloc s tdy (Noise No's. 8 to 16) was
to determine if low frequency noise (40 Hz Jand below) made a signifi-
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cant contribution to the annoyance judgments. Also, there was in-
terest in whether ox not recording technique influenced the judgments.

A special "blade slap" simulator was built which generated
repetitive impulsive waveforms with variable amplitude, rise and fall
time, and repetition rate. The simulator also ha± the capability of
triggering, in synchronism with each impulse, shaped broad band
noise, with adjustable onset and offset time. With proper manipu~ation,
very realistic main rotor simulations with blade slap were created.

In addition to the ma~i rotor simulations, a facsimile of tail
rotor noise was synthesized, patterned afte" the acoustic sigrature of
the Bell OH-58 Kiowa helicnopter which is dominated by tail rotor noise
with a fundarne,,tal frequency of about 100 Hz. This tail rotor noise
was constructed to be comr.letely devoid of any low frequency impul-
sive content, and was used it, the study as the "standard noise", against
which all oth-r noises were ccmpared.

Set'en simulations were used to provide a well-controlled exam-
ination of the effects of repetitive impulsive noise. Simulation I was
the same noise as the "standard noise' with no slap content. Siniula-
tions 4 through 7 were made by mixing 1ne output of the blade slap
simulator with Simulation I (the "standard noise"), with the resultant
noise composed of tail rotor noise and main rotor noise with blad&
slap.

Simulations Z, 3, and 4 contained the same blade slap wave formn
at a 10 beats /sec. repetition rate, but with the blade slap proportionately
adjusted to give what was judged by experienced observers to be "light
slip", "moderate slap ', and "heavy slap" respectively.

Simulations 5 and b used the same slap waveform and amplitude as
Simulation 3 (moderate slap), with the repetition rate at 6 beats/sec.
(slow) for Simulation 5, and 18 beats/sec. (fast) for Simulation 6.

Simulation 7 had the same repetition rate and peak slap amplitude
as Sim'ulation 3 (moderate slap), but with a distinctly perceptible faster
rise tine giving the effect of a sharper slap. These are the seven sim-
ulations ( No. I to 7) of Table Z-1.

These simulations were selected to test for degree of slap, slap
rate and slap rise time.

For the pilot study, the nine "real" signal conditions, combined
with the seven simulations, were faded in and out to create a smooth
onset awl offset.
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2. 4 Tape Construction

An described above, it was necessary to construct the pilot
study experimental tapes with both the FM and direct tracks used in
the same way as the original recording& to preserve the entire spec-
tral content for presentation to the subjects. Peak dBA values of 61,
67, 73, and 79 were chosen as presentation levels. The 16 signals
were adjusted relative to each other so they all pzoduccd equal peak
"dBA in the listening c amber, then re-adjusted and re-recorded in a
randomized order at "he four levels used in the study. The 64 noises
were recorded on four tapes, with 16 noises on each tape. The order
of the presentation of four tapes was balanced over the twelve sub-
jects.

A calibration si, ial recorded on both tracks of each tape pro-
vided the means for ' tualizing the two tracks and adjusting for abso-
lute listening levels - the chamber.

Voice cues for identifying the noises were recorded at a com-
fortable listening level on the direct track only.

A tape recording of the experiment instructions was constructed
for presentation to the subjects at the beginning of the iest.

2. 5 Listeni. g Environme-it

The listening environment was designed to provide a non-dis-
tracting setting with low ambient noise, thus avoiding any possible

'complications resulting from background noise effects.

The listening chamber internal walls are lined with acoustic
wallboard which produce a semi-reverberant response. The subject
was seated in a comfortable a-rnmvair located directly under two
Speakerlab 2 acoustic s,-_spension bpeakers used to acoustically mix
the direct and decoded FM signals.

/ At the left and to the rear of the subject, approximately one
foot from the ear, was a shock-rr.-,unted Bruel & Kjaer Type 2205

sound level meter feeding a Bruel & Kjaer Type ?307 level recorder,
thus providing a simultaneous dBA trace of the signals as they were
presented in the chamber.

To the right, and to the r--.r of the subject, about one foot
from the ear, was a shock-mow .Led General Radio one-inch electret

Z 7
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microphoue with a General Radio Type 1560-P42 n icrophone pre-
amplifier which was used to record, for Later analysis, the signals
representinis what the subject actually heard.

The entire chamber is mounted on springs and lined with
1/64-inch lead sheet and absorbent 1-inch fiberglais bVanket to
provide acoustic and vibration isolation.

2.6 Signal Presentation

On the experimental tape, both data tracks were encoded, one
track by the FM system, the other by the dbx compresscr. During
playback, the FM signal passcd through the FM decoder, ir:to a Ken-
wood stereo preamplifier, to a low-pass filter with a 100 Hz cut-off,
then to one channel of a McIntosh Model 250 stereo amplifier, and

"finally into one if tw Speakerlab L acoustic suspension speakers in
tne listening chamber. The direct signal was first decoded by the dbx
expander, then to the preamplifier, to a high-pass filter with a 100 Hz
cut-off, into the amplifier and to the other speaker in the listening
chamber where acoustic mixing vf the two signals took place.

Throughout the experiz.ient, the sounds in the listening chamber
were monitored by a Bruel & Kjaer Tvpe -205 sound level meter, in
the A-weighting mode, and were fed into a B3ruel & Kjaer level re-
corder, thus providing a simultaneous dBA record. The level re-
corder trace also provided a readout used to adjust the tape presen-

tation level, employing the I kHz calibration tones recorded at the
beginning of each tape reel.

Prior to the beginning of the study, the experimental tapes
were played in the chamber (with no b.;bject present) and recorded
on a Teac 7030 tape recorder via a General Radio 1.-inch electret
microphone and preamplifier. This tape was analyzed to provide the
objective data used in the calculations representing the signals the
subject actually heard (see Section 2. 7).

2. 7 Physical Data Analysis

2. 7. 1 Analysis for Conventional Noise Units Calculations

Analysis of the 50 Hz to 10 kH:. frequency range as specified
"in FAR Part 36 was performed by placing a 1-inch General Radio
electret microphone in the listening chamber at the approximate
position of the subject's head, with no subject present. The micro-
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"phone fed a General Radio 1933 sound level meter used as a step
attenuator/amplifier which drove the G. R. 19LI real time analyzer
interfaced with a PUP-i 1 computer. Calculations were made, usiug
1/3-octave I /2-second spectral analyses, of dBA, dBAT, dBAD,
EdBA, PNdB, PNdBD, EPNdB, dBD, dBE, and dBA corrected using
a '"crest" factor.

For the Z5 Hz to 10 kHz frequency range analysis, the same in-
/',, strumenta~ion as above was used to analyze only the "steady-state"

noises. These were the seven sLmulations and the three conditions

for each of tle "turn" and "hover" noises for a total of 13 signals at
4 levels each. Signals 8, 9, and 10 were based on a flyby so were
not "steady-state" noises. For these 13 conditions, an 8-second
integration time was used which included most cf the steady signal,
but eliminated the onset and offset portions.

Since the G. R.1721 analyzer used in the physical analysis is
limited in low-frequency response to the Z5 Hz one-third octave band,
a method of analysis which measures the energy down to the 0. 3 Hz
1/3-octave band was developed. (The lowest blade slap frequency
used in the pilot study waa 6 beats /sec.)

To measure the levels between 6. 5 Hz and 100 Hz, the "steady-
state" signals were recorded at a tape speed of 1-7/8 inches per sec-
ond using the FM recording system in conjunction with the samne micro-
phone and position as above. When this recording is replayed at 7-1 /Z
inches per second (a factor of 4 speed increase), the spectral coatent
is shifted upward two octaves, ranging from Z5 Hz to 400 Hz, and can
be accurately -nilyzed as confirmed by a previous test with pure tones.
Eight-second signa.oi were used, and the speed-shifted analysis, when
corrected for the 'evel increase due to the increased speed, compared
accurately with the conventional analysis in the overlap region of Z5
Hz to 100 Hz.

A composite 1/3-octAve spectrum extending from 6.3 Hz to 10
kHz was assembled for each of the conditions. These sr-ctra were
used to calculate dBA, dBB, dBC, aBD, dBE, and dB(linear), extra-
polating the weighting curves to 6. 3 Hz where necessary. The noise
unit values were cornruted for each condition using three.energy
ranges: 6. 3 Hz to 10 kHz, Z5 Hz to 10 kliz, anu 50 Hz to 10 kHz.

Z. 7. Z Analysis for Crest Factor Calculation

A[ Munch and King, in Reference Z-4, suggested that the crest
factor rmight be used as an objective impulse noise quantifier. The
crest factor is equal to ZOlogl 0 (Peak SPL/RMS SPL). They con-
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ducted preliminary subjective tests indicating that corrections from
8 to 13 dBA might typically be required to be added directly to the
calculated or measured dBA levels with a 10 dB down duration cor-
rection, depending on tWe degree of blade slap present, ana there-
fre, presumably, the crest factor.

A test of this methoxd was made in the present study. The peak
and R•MS values used in the crest factor ca!culations were cbtained
using a General Radio 1933 sound level meter on the inmpact (rise time
< 00 nanoseconds) and meter-slow functions respectively. The "aver-
age" peak and RMS values were read from the meter directly and used
to calculate the crest factor.

Z. 8 Engineering Calculition Prcedures

For the p:lot study, ten engineering calculatiots procedures were
investigated. Since both PNdB According .o FAR-36 and dBA are in
wide use, these two proceduret. with various corrections to them are
emphasized. Also, two other weighting networks were examined, dBD
and dBE, and the "crest" factor which iF dfined as

ZO log Peak SPL

PMS SPL

was applied to uncorrected dBA. The ten engineering calculation
procedures and weighting networks investigated are:

dBA PNdB
+ dBAT PNdBT

dBA D EPNdB
EdBA dBD (calculated at peak PNdB)
dBA (with "crest" factr dBE (calculated at peak PNdB)

correction)

"+ "T" is tone correction according to FAR-36.

"D" is duration correction according to FAR-36.
"E" is both tone and duration correction ;pplied according

to FAR -36.
I.

Z. 9 Results and Conclusions

Z. 9. 1 Results

As indicated above under section Z.Z which describes the essen-
* tials of the PILOT STUDY, the various engineering calculation proce-
t:: dures were evaluated utilizing the subjective dB approach as described
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I:i

,,



in References Z-I, Z-Z, and Z-3. Th'- subjective dB approach is con-
cerned with the relationship between calculated and judged values. For
the range of levels in-icstigated, a noise is calculated at a particular
Level utilizing an engineering calculation procedure and compared to
the levdl -t which the subjects place the noise. The results for the
ten engineering calculation procedures evaluated are given in Table Z-Z.
The essential information begins with the colunn headed "Range of
Differences", the first value in column "'3" prcides the difference be-
tween the caiculated and ;udged level for the signal that was judged
least annoying whiLe the second value is for the t.-ignal that was judged
most annoying. Column "-" identifies thoie signals that were least and

Table Z-4. Subjective dD(aBW(S)) suniix-ry results for
ten engineering calcu_-,.on nrocedures.

2 3 4 5
Mean of +Range of Signtal. Coutrib.i Absolute

Procedurt Standard Differences to Range Range

dLA 70.L -3. ' to +6.5 7 anr 9 9.7
dBAT 73.3 -3.1 to +6.9 4 and 9 10.0
dBAD 71.1 -3.4 to +5. 1 14 atud 9 8. 5
EdBA 74.2 -3. Z to +4.9 14 and 9 8. 1

dBA (crest' 75.9 -7. Z to +7. 1 1 .,,d q 14.4
PNdB 81.6 -3.9 to +6. 1 7 and 9 10.0

PNdBD U2. 5 -3.3 to +5. 5 7 and 9 8.8
EPNdB 85.6 -3. 1 to +5. 3 7 and Q 8.4

dBD 75.6 -4.1 to ?.& 3 5 and 9 11.4[ dBE 75.0 -3.8 to +7.4 5 nd r9 l1..

+ Differences a-e obtained utilizing Subjective dB

less Mean of Standard.

* dBW(S) means a subjectiv t or judged level utilizing a
particular engineering calculation procedure. For
example, dBA(S) refers to a judged level utilizing dBA.

most annoying and the absolute range for the differrenccs is given in
column "5". The engineering calculation procedure with the smallest
absolute range best reflects the subjects' evaluation of the 16 noises.

The calculation prccedure which best reflects the judgment results
is EdBA although it is not significantly superior to EPNdB; EdBA has a
range of differences of 8. 1 EIBA while EPNdB has a range of differ-
ences of 8. 4 EPNdB, a small difference of 0. 3 dB. The aim of the
pilot study was to determine various effects of "slap', so differences
(Subjective dB less Calculated dB) for the sixteen signals are given
in Figure Z-1 utilizing EdBA and dBA with the ".-rest' factor correction.

SZ -11I

U __



to

-- 9-

0

q>1 - 54 o

4-N,

124

3O33.9~ dq



Uti!.izing the calculation procedure (EdMA(S) and EdIIA) that
has the best relatIonslip to the judgment results, the effect of "slap"

can be evalhated by comparing differenc'es between the calculated
atid judged levels for signals "1" through "4' which involved no,

light, nilodrate, and heavy "slap" respectively. The no "slap" sig-
nal is judged 1. 5 EdBA(S) greater than the mean of the standard,

the light "slap" signal is 1. 3 EdIA(S1, greater than its calculated
I,.v el, the nit derate "slap" signal 1. 0 EdBA(S) less than its calculated
value, and the heavy "slap" signal is judged Z. Z EdBA(S) less than i:s
calculated value. Utilizing this calculation procedure, the anncyance
effects art, fully accounted for; if the subjects were to have been ad-
versely affected by the "slap", the 4ifferences would have moved in

the direction of increasing "slap" producing increasing differences
(an increasinr,' function) instead of the decreasing function obtained.
Also, the range of differences for these four signals (-Z. Z to 1. 5
EdBA) of 3. 7 EdBA(S) is small enough to indicate that the .uili,
procedure validly reflects annoyance to these four signals. There is
no evidence that a special correction for "slap" is required. Note
that when utilizirg the "crest" factor correction to dBA, annoyance
does increase as "slap" increases but the range of differences is so
great (absolute range of 8. 8 dBA (crest) tor the four signals) that it
"can be concluded that this calculation procedure does not validly re-

flect annoyance response. It is most difficult to apply the crest factor
correction (CFF) to. EdBA or EPNdB. Since duration and tone correc-
tions red-ace the absolute range by Z. 6 EdI3A(S) for cIBA(S), applying
these corrections to dBA (crest)(S) where the absolute range is 14. 4
dBA(crest)(S) would not have been worthwhile.

Signals 5, 3, 6 all contaired moderate slap but impulse noise
was at 6, 10, and 18 beats/sc,. Thusly, all variables are held con-
stant and number of beats per second is allowed variation. Figure
Z-= provides the resultr and shows that number of beats per second
is not related to annoyance. Subjects' evaluations of the three noises
show no consistent relationship of annoyance to number of beats per

second and that all three noises are judged slightly less annoying
than if calculated utilizing EdBA.

Figure .2! also provides a comparison between a slower and
faster rise time for beats utilizing the EdBA(S) less EdBA calculation
procedure. This coirrparison is based on evaluations of signals "3"

and "7" which permit only rise time to vary. The faster rise time
signal is iudric" 1. 5 EdBAIS) less annoying than the slower rise time
signal which is a small eaiough difference to be considered experi-
mental error. The dD', weighting network adequately accounts for
the higher frequency .ontent produced by the faster rise time.
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Slower rise time

for slap
S~Signal number

Sn u rFaster rise time

* 5 3 6 for slap

6 10 18
3 73Beats/sec. Ist~l S **F

-5 Rise Tune Comparison

Figure Z-Z. Difference between judged (EdBA(S)) and caiculated
(EdBA) values as a function of beat@ per second and
rise time.

Otl'er thari the "crest" factor correction, a final consideration
involves sou'nd recording and reproduction capability associated with
low frequency content. Examining the three Chinook recordings in

groups of three (signals 8. 9, and 10 which is a level flyby utilizing
the three recording methods as an example). shows that recording
ard reproduction methods do not consistently affect the annoyance

judgments (Figure Z-1).

,.9.- Conclusions

Pilot study conclusions are:

* No special correction is required for "slap" effect
over and above the calculated EdBA or EPNdB which re-
flects the subjective reaction within less than tZ dB.

• For the range of beats per second expected from
helicopter operations, number of beats per second does
not influenct, annoyance response to helicopter noise.

* Rise time effects for the impulse part of the heli-

copter noise are accounted for by en,,ineering calculation
procedures such as PNdB and dBA which are significantly
improved by the FAR-36 duration correction.

Srhe low frequency cortent (from approximately
5 to 40 11z) of helicopter noise does not increase ar.noy-
ance effects at the levels investigated which were 61 ýo
79 dBA.
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3.0 MAIN STUDY

3. 1 Experiment Description

3.1. 1 Approach

"Twenty-four persons made both magnitude estimation and abso-
lute acceptability judgments to both actual and simulated recordings of
helicopter noise signals, and to recordings of CTOL aircraft flyovers
using the following instructions:

INSTRUCTIONS

We are asking you to help us answer the question, "How an-
noying are various kinds of sounds ?1, We will ask you to listen

to some sounds and rate them in terms of annoyance. The sounds
you are to rate will be presented to you one-at-a-time. Listen
to all of each sound before making your judgment. In a moment,
we will have you listen to a sound with an annoyance score of 10.
Use that sound as a standard, and judge each succeeding sound
in relation to that standard. For example, if a sound seems
twice as annoying as the standard, you will write "LO" in the
space for that sound 3n the answer sheet. If it seems only one-
quarter as annoying, write 2-1/Z. If it seems three times as
annoying, write "30". If one-half as annoying, write "5", and
so on.

We will also ask you to judge if each sound you hear would
be acceptable to you 41 you experienced it in your home four or
five times an hour during your waking hours. This requires a
simple "yes" or "no" answer in the space provided on the
answer sheet.

Your ratings should reflect only your own opinion of the
sounds; that is what we want. Each sound is numbered *o cor-
respond to the numbers on your answer sheet.

You will now hear the standard sound with an an.ioyance
rating of 10, followed by five more sounds. Rate each of the
sounds following the standard as previously instructed; a score
of Z0 if twice as annoying, 5 if half as annoying, and so on. Be
sure to listen to all of each sound before making your judgment.
Also, indicate your judgment of the acceptability of each soui.d.

Each subject evaluated twenty-four noises of which seven were
the simulations used in the pilot study, six wcre takeoff and landings
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of CTOL aircraft, and eleven were recordings of operational helicop-
ters. Subjects were individually testedin a small semi-reverberant
chamber so that spectral characteristics and level could be controlled.
All twenty-four noises were presented at five different levels and order
of signal and tape presentation was randomized. Total testing time for

each subject was two to two and cne-half hours. So that the subjects
would not become fatigued by evaluating too many noises without rest,
signals were presented in groups of twelve with each grouping followed
by rest periods. Thusly, each of the twenty-four persons e-¢aluated
1l0 individual noise events for i total of .-880 noise evaluatiuns.
Essentials oi the main study experiment are:

-- Noise signals were tv enty-four in number.

-- Noise evaluations involved both magnitude estimation
and absolute acceptability methods.

-- Twenty-four persons each evaluated 1Z0 distinct
noise events.

-- Twelve different engineeriug ca'culation proceduree
were evaluated leading to 34, 560 evaluations of
the data points.

3. 1. Z Flyover Signals

The noise signals used in the main study are given in Table 3-1.
The seven simulations used in the Pilot Study were again investigated
in the main study as a means of checking on the findings from the pilot
stuly but utilizing a larger and different sample of subjects. Signals
8 through 13 are of CTOL aircraft and are included for comparative
purposes. The remaining eleven signals are quality dbx recordings
of operational helicopters performing various operations.

3. 1. 3 Dependent Measures

As provided in the instructions, the subject's task involved two
. evaluations of each of the 120 noises presented. They first used rnag-

nitude estimation as a noise rating approach and then made an absolute
acceptability judgment as to w.2ether or not they could accept that par-
ticular noise if experienced four or five times an hour during their
waking hours. A description of these two methods for evaluating the
noise is given in Reference 3-1, pp Z-6 to Z-9. Briefly, the inagnitude
estimation results are used to evaluate the effectiveness of various
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Table 3-1. Listing of noise signals.

No.J Flyover/Simulation Description

1 Simulation Tail rotor noise with no slap (standard).
A Simulation Tail rotor noise w/ light slap at 10 b/s!
3 Simulation Tail rotor noise w/ moderate slap at lOb/s.
4 Simulation Tail rotor ",oise w/ heavy slap at 10 b/s.
5 Simulation Tail rotor noise w/ moderate slap at 6 b/s.

6 Simulation Tail totor noise w/ moderate slap at 18b/s.
7 Simulation Tail rotor noise wI moderate slap at 10b/s.

and fast rise time.
8 Boeing 747 Takeoff
9 DC-8 Takeoff

10 Boeing 747 Approach
11 DC-8 Approach
Ug Britten-Norman Is- Takeoff of small commuter reciprocating.

lander
13 Convair 640 Takeoff of medium sized turboprop.
14 Chinook CIt 47-A Level flyover at 500 ft. altitude.
15 Chinook CH 47-A Routine Apprcach
.16 j Chinook CH 47-A Routine takeoff
17 Bell UH-IH (Huey) Level ft'yver at 500 ft. altitude.
18 Kiowa OH-58 Level flyover at 500 ft. altitude.
19 Kiowa OH-58 Routine approach
ZO Sea Knight Level flyover at 500 ft. altitude.
21 Sea Knight Shallow turn operation.
Z? Hughes 300 Steep turn operation.
Z3 Bell UH-lH (Huey) Routine takeoff
Z4 Hughes 300 Level flyover at 500 ft. altitude

* beats /second

engineering calculation procedures while the absolute acceptability data

involve predictions concerning acceptability of helicopter noise ".n the
community.

3. 1. 4 Engineering Calculition Procedures

Twelve engineering calculation procedures were evaluated, in-
cluding OASPL. Both PNdB and dBA were emphaeized due to the wide
use of these approaches. Procedures evaluated are:

PNdB dBA Mark VII

+ PNdBT dBAT Mark VIID

PNdBD dBAD dBE
EPNdB EdBA OASPL

+ "T" is t, "ie correction according to FAR-36.
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"D" is duration correction according to FAR-36.
EPNdB and EdBA means that the basic procedure is

corrected for both tone and duration according to
FAR-36.

3. 1. 5 Data Analysis Considerations

There are two sets of dependent measures that are to be related
to twelve er,;.neering calculation procedures. The first set involves
the magnitude estimation approach which is basic to the question,
"Which engineering calculation procedure best defines or reflects an-
noyance to a diverse group of noises?" The second set of dependent
measures involves the level at which persons would find a particular
flyover "acceptable" if experienced four to five times per hour during
usual daytime living activiti.-s.

A productive Ppproach for investigating the effectiveness of
various engineering calculation procedures is to relate the mean of the
log-magnitude estimations (log o- the geometric means) to the various
measured values as determined by each engineering calculation proce-
dure. The engineering calculation procedure that provides the smallest
range of determinations based on judgment results wculd thusly have
the widest application to a diverse set of noises and wýuld be accepted
as the "best" procedure. However, this approach does nit• quantify
from a statistical interence point of view whether or not there are real
(not chance) differences among the noises as evaluated by the judgeo.
A statistical model which permits in 2valuation of the extent that thc
various noises differ reliably utili-es analysis of variance. Instcad of
relating the mean of the log-magnitude estimations of the twenty-four
subje.:ts to measured levels for each engineering calculation procedure,
results are first obtained for each individual subject. For the present
study, each subiect judged twenty-four noises at five different levels.
To obtain results for individual subjects, the followiný" is completed for
each subject:

(1) Obtain equation for best-fittirng line using all levels
of all noises in-vestigated for eat- individual subject.

This would involve 5 levels x Z4 noises for IZO pairs
of points.

(Z) Obtain equation for best-fitting line for each individual
"noise. Each individual noise determination is based
on five pairs of poinm

(3) Using the mean for the particular engineering calcu-
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lation procedure under investigation, for each noise,
determine the subjective response score determined
by this grand mean.

(4) Using this subjective response score 'obtained from
(3) above), calculate the engineering calculation

procedure value via best-titting line based on all
obscrvations ((l) above).

Applying this approach on a subject by subject basis means that

subjective dB's art! obtained for each of the twenty-four noises but
based only on the judgments of one person. Consequently, subjective

dB's for one subject are independent of those obtained from a second,

7 third, or fourth subject. Thusly, they are used as the dependent mea-
sure in a randomized block design with subjects conceptualized as the
blocks and the noises as randomly assigned within a particular subject
or block. Such an approach provides a 24 subjects x 24 noises matrix
and the interaction between subjects and noises is the appropriate error
term. Thusly, the extent of real (not chance) differences among sub-
jects or noises can be determined. Each of the twelve engineering cal-
culation procedures will be investigated utilizing this analysis of vari-
ance approach.

3. 1. 6 Absolute Acceptability Analysis

The main interest is the extent that persons predict that they
would accept flyovers at a particular level. This is important relative
to establishing noise levels around airports with which communities
would and could live. These results are based on 10-1", datum (not
accept or accept) which can also be evaluated using analysis of variance.

3. 1. 7 Subjects

There were thirteen females and eleven males taking part in the
study. They were selected from a subject pool that had been accumu-
lated for previous studies. The main requirements were that none of
them had serious hearing deficiencies and that they had not taken part
in a previous comparable study (Ref. 3-1). This last requirement
permits an independent comparison between the two studies. Each

subject was examined audiometrically. Prior to taking part in the
study, a noise oriented questionnaire was administered to each; there

was particular interest in determining that the group could be consid-
ered representative of an adutt population in general. Following are
summaries of pertinent characteristics of persons taking part. The
question or characteristic investigated is provided along with the
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responst, information.

(1) How do you like living in this Female Male
neighborhood r Excellent 31% 36%
Do you rate it as an excellent, Good 46% 46%
good, fair, poor, or very poor Fair Z3% 0%
place to live? Poor 0% 9%

Very Poor 0% 9%

Some 75-80% for both females and males rate their neighborLood
as an excellent or good place to I've.

(Z) Do you like many things, just Female Male
a few things, hardly anything, or Many things 100% 82%
nothing at alt about living A few things -.-- .
around here "' Hardly anything .. ..

Nothing at all, --- 18%

Again the group is quite positive coacerning their neighborhood.
With the exception of twu males, all persons like many things
about where they live.

(3) What are some of the things
you don't like about living in
your neighborhood ?

rhis open-ended question was examined for whether or not noise
was mentioned. Only one female (8%) mentioned traffic noise as
a dislike about her neighborhood while four of the males (36%)
reported that noise was one of the things that they disliked about
their iieighborhood. Noisy cars, rrictorcycles, barking dogs, and
traffic noise w(.r, given by the males.

(4) How nois, or quiet do you Female Male
think this neighborhood Very noisy 8% 0%
is r Very noisy, somewhat Som,.what noisy 23% .0.,

noisy, somewhat euiet, very Somewhat quiet 54% 27%
quiet? Very quiet 15% 27%

As with question (3), the females perceive their neighborhood as
being more on the quiet side than do the males. Almost one-half
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of the males rate their neighborhood as being "somewhat" noisy.

(5) When you're inside your houp FemaFT Male
does noise in the neighborl .i VQry much 0I 0% 9%
bother or annoy you verf rr ch, Moderately Z 3% 27%
moderately, very little, or Very little 54% 46%
not at all? Not at all 1 23% 18%

There is little difference between females and males on this item;
3 females and 3 males are moderately bothered by neighborhood
noise while one male is very much bothered.

(6) When yzv/i:re inside your house,
which is the MOST bothersome
noise from the neighborhood
that you hear?

Category F M Category F M
Cars 20% 47% General noise 7% 0%
Motorcycles 33% Z0% (night)
Barking dogs 13% 13% Neighbors 7% 7%
Sirens 0% 13% Garbage collec. 7% 0%
Nothing 13% 0%

The responses to this question do not mean that the persons are
unusually disturbed by the ncises since they were directly askr 1
to give the, "MOST botherjome noise from the neighborhood?"
As can be seen, the majority of persons select some fcrm of
surface transportation ,s the most bothersome noise with barking

* dogs as second.

(7) Each participant responded to a ten item noise sensitivity test
which has ber-n utilized in a number of previous studies (Ref. 2-3).
Subjects responded using the following category scale:

a. Extremely annoying

b. Moderately annoying
c. Slightly annoying
d. Not ar-Loying

The ten items were scored as 0, 1, Z, or 3 with "0' for Not
annoying and "3" for Extremely annoying. This means that
scores could range from 0 to 30. The mean and range of
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scores to the noise sensitivity test are:

Females Males

MEAN 21.9 20. 5
RANGE 17 - 27 10 - 27

Both the females and males scored relatively high on this noise
sensitivity test. Earlier work (Ref. 3-1, p 2-13) shows mean

scores of approximately 15. These persons either see them-
selves as being more sensitive to noise than others or with the
high interest of late in reducing noise levels, perhaps persons
are more willing to rate themselves as being noise sensitive.

(8) Compared to other people, Female Male
are you more aware of noise More aware 46% 36%
than others, about the same Same 46% 46%
as others, or iess aware of Less aware 8% 18%
noise than other persons ?

More persons in this group feel that they are mure aware of noise
than those in the group who feel that they are less aware of noise
than others.

(9) Some people have said that, [Female Male
"pollution is one of the big- Agree strongly 69% 82%

gest problems of modern Agree somewhat 31% 18%
times. " Would you agree Disagree some
ttrongly, agree somewhat, Disagree strongly, .. ..
disagree somewhat, or dis-
agree strongly with that

- statement ?

All of the subjects agree to some extent that pollution is a serious
p:oblem with the males feeling more strong!ly that it is a problem
than the females.

(IC) This section provides characteristics relative
to socio-economic level such as number of
years of schooling completed, income, and
occupation plus age of the participants.
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SCHOOLING COMPLETED

_ Female Male
AVERAGE YEARSSchooling Completed 13.9 16.4

AVRANGE O YEARSIIRANGE OF YEARS - 17 11 - zz
Completed

The subjects were, for the most part, above average in respect
to education. All of the females were high school graduates and
many of them had some college experience. Educational range
for the males was wider than for the fer.,ales but their educa-
tional level was higher on the average.

YEARLY FAMILY INCOME

Female Male

Under $5, 000 8% 18%
5, OOC - 9,999 A3% 9%

10, 000 - 14, 999 46% 37%

15, 0O0 - 19, 999 8% 17%
.0, 000 or more 15% 9%

There is a wide range of yearly incomes with more persons
falling in the middle income (10, 000 - 14, 999) group than
for the other five income classifications.

SUMMARY OF AGES FOR PARTICIPANTS

Age Category Female Male
SZO - /.4 010 18,7

45 - Z9 801 9%1
30 - 34 L3% 9%
35 - 39 15% 1-7%
40 - 49 31% Z7%

50 - 59 15% 9%
60 & over 8% 0%

Median age for the females was approximately 4Z years while
it was approximately 37 years for the males. Both groups
covered a wide range of ages.
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(11) Results fromn the attitudinal items have more meaning wLen
compared to those obtained fru..ni a random -ample of persons
that are representative of a larger population. Responses to
these same questions were obtained from adult respondents
residing in 659 randomly selected households (Ref. 3-Z). Re-
sultb from this study follow, a'ong with those for the females
and males of the present study. The Paragraph Number
(Para. No. ) heading in the first column corresponds to the
numbered paragraph of this section in which more detailed
results are presented. Under "Item", a synopsis of the ques-
tion is given while the third column gives the "Category" that
was studied for comparison.

COMPARISON OF SOME ATTITUDINAL
RESULTS rO THOSE FROM A PREVIOUS STUDY

Para. PreV.
NO. Item Category Study F MNo. Item ____________________ ,__

(1) Rate neighborhood? Excellent Z8% 31% 36%
(W) How many things like ?I Many things 54% 100% 82%
(3) Things don't like'? +Open-end ques. 28% 8% 36%
(4) I How noisy or quiet'? Somewhat quiet 42% 1 54% 27%
(b) Awareness of noise? -More aware 44% 46% 36%
(9) Pollution question I Agree strongly 66% 69% 82%

Percent is for those who stated some noise event not liked.

Using the results from the previous numbered paragraphs and
the comparison data of paragr.,ph (IL), a profile of the suhjects
is provided.

(a) Both thf- femaie. and males for this study are slightly more in-
nlined to rate their neighborhvcd as "I.xcellent" than those from
a larger random sample but not to a significant extent. However,
there is a much stronger tendency for persons from this study
to report that they like "Mary things" about their neighborhood
when compared to response from the larger random sample.

(b) Noise as a "dislike" to the open-ended question is not empha-
sized by the females of this .study but the males are, on the
average, more inclined to spontaneously give noise as a "dis-
like" than are persons in the larger sample. For this study,
the females rate their neighborhood on the quiet side to a
greater extent than do tho males. However, the average rating
of males and females (41%) is very close to the 42% rating of
"Somewhat quiet" for the larger random sample.
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(c) Both females and males rate themselves ar, being more sewqiti*,a
to noise than others and report that they are more awarc of uL'i-ae
than does a large, random sample of respondents.

(d) In summary, the subjects represent a wide range of ages and
income, tend to like their neighborhood, are fairly highly edu-
catd, the females perceive their neighborhood as being more
on the quiet side than do the males and both females and males
appear to have higher sensitivity to iloise than other gronps of
persons who were tested some five to seven years ago.

3. Z Physical Acoustic Considerations

There are three main aspects involving the physi:al acoustics of

psychophysical studi,.,s. These are:

(1) Recordings and simulations of the signals of interest.

(2) Signal presentation.

(3) Signal ana:ysis.

Approaches utilized for the main study were identical to those used
for the pilot study with the exception that no FM recording and pre-
sentation activities were employed as the pilot study result!' had
demonstrated that this approach was not essential. Also, methods
employed were identical to those .ased in Reference 3-1 where com:-
plete details are provided in Sections 3. 0 and 4. 0. j'.ecording and
signal presentation involved dbx techniques which pr.vide extremely
low or no "noise" tapes. All signals were monitored as they were
presented to makt certain that levels did not vary. Again, ac in Ref-
erence 3-1, all signal analysis was performed via a GR 192I Real
Time Analyzer in conjunction with a PDP 11/10 computer. Calculated
levels utilized are given for all 24 signals and the 12 engineering cal-
cuatLion procedures in Appendix A.

3.3 Results

3. 3. 1 Magnitude Estimation

The magnitude estimation judgments are related to the IZ engi-
neering calculation procedures using two different approaches. \ One
approach is the subjective dB method which provides a co-npariSoa
of a judged level vs a calcu!ated level while the second approac1 in-
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volves obtaining equally annoying point solutions as described in Ref-

erence Z-1 and Z-Z. A third approach uses the absolute acceptability
results to obtain equally annoying point boh'tions. For all tt;ee

S~methods, the beat engineering calculation procedure provide,i the

smallest mean difference and variability (variance or standard deviation)
basci on judgment results to the five levels of the twenty-four noises.

Table 3-2 Rives the mean of differences between judged and calculate-d
values and standard dejjiations for the three methods. For all c, Lcula-
tion procedures, the mean difference is significantly smaller for the

subjective dB method and for all calculation procedures except OASPL,

the standard deviations for the subjective dB method are less than for
.t he other two methods. Thusly, results from the subjective dB ap-

proach are emphasized for further analyses.

As shown itA the first column of Table 3-Z, the mean difference for

all 1- calculation procedures approaches zero as a limit. However,
there are large differences among the standard deviations of these dif-
ferences. Figure 3-1 provides plots of the standard deviations for the

twelve caiculation procedures. Mark VIID shows the least amount of
variability although PNdBD does not show significant greater variabil-
*ity than Mark VIID. Note that for both PNdB and dBA that the FAR-36

tone correction increases variability, indicating that the correction is
twt needed for these signals. The procedure that is least valid is
OA:I';L with a standard deviation that is almost four time! that of

Mark V1IID. It is clear that OASPL does not adeqtately reflect annoy-
ance to these twenty-four signals.

10

5-S' !

"0 U 4' -0 .1 >J -0 n
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Figure 3-1. Standard deviations based on difterences (calculated vs
judI,'ed !-.vel) for 1Z engineering calculation procedures.
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Table 3-Z. Mean of differences of judged levels
from calculated levels utiliLing three methods.

SUBJECTIVE dB EQUAL ANNOY. Pt. ACCEPTABILITY
Mean Stand. Mean Stand. Stand.

Difference Dev. Difference Dev. Mean Dev.

FNdB -. 0. 3. 55 1.65 4. Z 0.09 5. 31
PNdBT -. 01 3. 9Z Z. Z9 4.54 0. U 5.55

PNdBD -. 11 1.90 3.47 Z.53 1.87 3. 34
EPNdB -. l Z. 11 4. 39 Z. 73 Z.79 3.45
dBA 0.00 4.00 3.46 4.41 Z. 00 5. 3
dBAT -. 01 4.54 4.15 4.69 Z.67 5.53
dBAD -. 11 -.. Z/5Z 5. Z4 Z..98 3.76 3.35
EdBA -. 13 Z. 96 6. 19 3.ZZ. 4.70 3.56

Mark VII 0.00 Z 98 1. 76 3.60 0.39 4.66
Mark VIID -. 09 1. 73 Z. 80 Z.07 1.41 2.71

dBE 0.01 4.40 Z. 86 4.56 1.41 5.56
OASPL 0.46 7. Z7 -. 14 5.35 -1.59 6.40

Since there is high interest in response to helicopter noise on its
own, mean differences and standard deviations (S.D.) were obtained
for the helicopter simulations and actual recordings of helicopters
separately. These results are given in Table 3-3. For the recorded
helicopter signals, PNdBD has the least variability (it is superior to
Mark VIID) and again the FAR-36 tone correction degrades the rela-
tionship between the judged and calculated levels.

Ana'ysis of variance was also completed utilizing individual sub-
jective dB's for all twelve calculation procedures. Analysis was com-
pleted for all twenty-four of the noises, the eleven recordings of heli-
copier noise, and the seven simulations separately. Summaries of
these analyses of variance are given in Tables 3-4, 3-5, 'id 3-6.
Results are that for all analyses, the noises, on Ihe whol.,, are signi-
ficantly different among themselves. No calculation procedure works
perfectly. Ilowev'r, again PNdBD and Mark VIID stand ouL as being
the most valid in that these calculation procedures pr v.de the smallest
F-ratios. For the separate a;ialysis of the recorded helicopter noises,
PNdBD shows the smalleu't F-ratio. Also, the tone correction again
reduces the relationshir; between the judged and calculated values.

Summary information for the magnitude estimationi method is
given in Table 3-7. Column (1) provides the range of subjective dB
evalua.ions while the second column gives the absolute range of the
subjective dB's. The smaller the range, the more valid the engineer-
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Table 3-3. Meatn of differences utilizing Subjective dB
based on all noises, simulations. & helicopters.

ALL NOISES fSIMU IA TIONS HELICOPTEKS
N=24 1 N=7 N=11

"Mean "Stand. Meaan Stand. Mean Stand.
Difference Dev. iDifference Dev. Difference Dev.

+ 
I

PNdB(S) -. 02 3. 55 1 -. 06 1.77 -. 01 3.58
PNdBT(S) -. 01 3.92 i -. 04 2. 11 .0, 4.18
PNdBD(S) -. 11 1.90 -. 05 1.89 -. 18 1.9Z
EPNdB(S) -. I 2. 11 -. 03 Z. 4 -. 18 2.00
dBA(S) .00 4.00 -. 03 4. 77 .00 4.8Z
dBAT(S) -. 01 4. 4 -. 01 3. Z9 .02 5.86
dBAD(S) -. 11 6-.t2 -ULl .9L - 16 3.14
EdBA(S) -. 13 Z. 96 .01 3.43 -. 17 3.37

Mark VII(S) .00 2.98 -. 07 1.54 .00 3.0Z
MarkVILS -Q 1.73 -. 06 1.61 -. 14 Z. 19
dBE(S) .01 4.40 -. 04 Z. 59 -. 02 4.76
OASPL(S) .26 7. 7 -. 05 1.84 .19 7. Z7

+ (S) means base.d on subjective or judged level.

ing calculation procedure. Utilizing the absolute range, Mark VIID
(followed closely by PNdBD) is the most valid engineering calculation
pricedure. Column (7) gives the product moment coefficients of cor-
relation for mean judgment data vs the various engineering calculation
procedures. PNcIB, Mark VIID, EPNdB, and dBAD are all above 0. 90
with PNdBD and Mark VIID being the highest. Again, the co+,relations
show that the tone. correction reduces the relationship between judged
and calculated va" ,es and is thusly not required for these noises. Cor-
relations based on individual noises (column (8)) are higher than those
based on all of the i.oises, indicating that there are unique reactions if
only level is varied. Rates of change of annoyance range from approx-
imately 11.5 to I1. 5 dB (with the exception of Mark VII and OASPL)
for doubling of annoyancc: effects instead of the expected 10 dB. Al-
though OASPL was included for comparison purposes only, it is inter-
esting that it is unusually poor as a predictor of noise effects in all
re..pects. Its rate of change for doubling noise effects is almost 17
dB while rate of change for doubling utilizing Mark VII is 10.3 dB.

A final statistical inference kind of comparison involves how large
must a difference between ratings of two signals be for the difference
to be accepted as t reliable (non-chance) difference? Duncan's Multi-
ple Range Test was *pplied to the subjective dB results for the 24 sig-
nals utilizing EPNdB and the results are given in Figure 3-Z. For
this number of means, differences must be approximately 3 to 4 EPNdB
for these differences to be reliable at the P<. 01 level. Any two sig-
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Table 3-4. Suumary of analysis of variance for individual sub-
Jective dB's based on 12 engineering calculation procedures.

(All 24 Signals)

ENGINEER. SOURCE OF SUM OF MEAN SIGNIF.
CAMC. PROC. VARIANCE _SQUARES df SQUARE F-ratio POINT

Noises 7672.88 23 333.60 18.07 P<.0O5
PNdB(S) Subjects 3.86 23 .17 .01 ------

Error 9767.80 529 18.46
Noises 9466.16 23 411.57 20.04 P<.O05

PNeBT(S) Subjects 3.39 23 .15 .01
' 10861.66 529 20.53

Noises 2225.56 23 96.76 5.52 P<.O05
PNdBD(S) Subjects 20.48 23 .89 .05

Error 9274.42 529 17.53

Noises 2753.25 23 119.71 6.63 P<.005
EPNdB(S) Subjects 21.58 23 .94 .05 ------

Error 9553.53 529 18.06

Noises S171.06 23 429.18 22.92 P<.005
dBA(S) Subjects 1.36 23 .06

Error 9907.70 529 18.73
Noises 12742.38 23 554.02 24.25 P<.005

dBAT(S) Subjects 5.19 23 .23 .01 ------
Error 11605.17 529 21.94
Noises 4351.75 23 189.21 10.22 P<.005

dBAD(S) Subjects 33.33 23 1.45 .08 ------
Error 9790.92 529 18.51
Noises 5556.88 23 241.60 12.22 P<.O05

EdBA(S) Subjects 40.42 23 1.76 .09 ------
Error 10463.56 529 19.78
Noises 5484.31 23 238.45 16.86 P<.005

Park VII(S' Subjects 3.02 23 .13 .01 ------
Error 7483.19 529 14.15
Noises 1977.02 23 85.96 5.39 P<.005

Mark VIID(S' Subjects 30.08 23 1.31 .08
Error 8432.52 529 15.94
Noises 11849.88 23 515.21 26.39 P<.O05

dBE(S) Subjects 4.06 23 .18 .01
_Error 10327.98 529 19.52

Noises 32065.17 23 1394.14 37.89 P<.005
OASPL(S) Subjects 73.58 23 3.20 .09 ------

Error 19464.33 529 36.80
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Table 3-5. Sumary of analysis of variance for individual sub-
jective dB's based on 12 engineering calculation procedures.

(11 Helicopters)

ENGINEER. SOURCE OF SUM OF MEAN SIGNIF.
CALC. PROC. VARIANCE SQUARES df SQUArE F-ratio POINT

Noises 3083.91 23 134.08 9.09 P<.Ol
PNd3 (S) Subjects 2.61 10 .26 .02

Error 3393.52 230 14.75

Noises 4194.04 23 182.35 11.02 P<.O1
Pt1dBT (S) Subjects 2.27 10 .23 .01

__ Error 3807.19 230 16.55

Noises n2.43 23 38.37 2.20 P<.Ol
PNdBO (S) Subjects 44.01 10 4.40 .25 -----

Error 4003.31 230 17.41

Noisce 960.80 23 41.77 2.34 P<.O1
EPNdB (S) Subjects 45,4R 10 4.55 .26

_Error 4101.53 230 17.83

Noises 5586.48 23 242.89 14.16 P<.0l
dBA (S) Subjects 4.79 10 .48 .03

Error 3943.75 230 17.15
Noises 8227.97 23 357.74 16.02 P<.O1

dBA., (S) Subjects 10.63 10 1.06 .05
Error 5135.36 230 22.33

Noises 2359.83 23 102.60 5.05 P<.OI
dBAD (S) Subjects 65.44 10 6.54 .32

,_Error 4676.34 230 20.33

Noises 2723.13 23 118.40 F.45 P<.01
EdB (S) Subjects 70.54 10 7.05 .33

Error 49q9.06 230 21.74 _

Noises 2184.67 23 94.99 8.80 P<.Ol
Mark VII (S Subjects 1 18 10 .14 .01

Error 2481.0 23U 10.79
Noises 1149.98 23 50.00 2.88 P<.0l

Mark VII0(S) Subjects 68.11 10 6.81 .39 -----
Error 399d.06 230 17.38

Noises 5428.37 23 236.02 14.23 P<.OI
dBE(S) Subjects 81,70 10 .87 .05

Error 3815.63 230 16.59

Noises 12669.50 23 550.85 14.90 P<.0l
OASPL (S) Subjects 122.13 10 12.21 .33

Error 8502. 3 230 36.97
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Table 3-6. Summary of analysis of variance for individual sub-
Jective dB's based on 12 engineering calculation procedures.

(7 Simulations)

ENGINEER. SOURCE OF SUM OF MFAN SIGNIF.
CALC. PROC. VARIANCE SQUARES df SQUARE F-ratio POINT

Noises 449.34 23 19.54 3.62 P< .01
PNdB(S) Subjects 2.20 6 .37 .07

Error 745.29 138 5.40
"Noises 639.75 23 27.82 4.77 P<.0Ol1

PNdBT(S) Subjects .71 6 .12 .02

_ Error 804.31 138 5.83

Noises 516.20 23 22.44 4.03 P<.Ol
PNdBD(S) Subjects 1.83 6 .31 .06

Error 768.51 138 5.57

Noises 710.81 23 30.91 5.13 P<.Ol
'PNdB(S) Subjects .63 6 .10 .02 -----

Error 831.45 138 6.02

Noises 1103.00 23 47.96 7.39 P..OI
dBA(S) Subjects 1.23 6 .21 .03 -----

Error 895.97 138 6.49

Noises 1562.90 23 67.95 8.62 P<.01
dBAT(S) Subjects 4.52 6 .75 .10

Error 1087.55 138 7.8r
Noises 1228.14 23 53.40 7.77 P<.O1

dBAD(S) Subjects 1.32 6 .22 .03
Error 948.31 138 6.87
Noises 1695.25 23 73.71 8.82 P<.Ol

WdBA (S) Subjects 4.71 6 .79 .09 -----
Error 1153.10 138 8.36
Noises 342.84 23 14.91 3.40 P<.01

Mark VII(S) Subjects 2.88 6 .48 .11
Error 604.95 138 4.38
Noises 371.57 23 16.16 3.63 P<.OI

Mark VIID(S) Subjects 2.70 6 .45 .10 -----
Error 613.99 138 4.45
Noises 963.08 23 41.87 7.07 P<.OlniBE (S) Subjects .48 6 .08 .01
Error 817.06 138 5.92

Noises 489.46 23 21.28 3.52 P<.Ol
(IASPL(S) Subjects 21.72 6 3.62 .60

Error 833.91 138 6.04
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FLYOVER
RANK EPTIdB(S) NUMBER *CODE

'1 73.68 13 TP

'2 75.21 1 S
"I- 762T1 2 S

4 76.46 9 J
5 76.56 20 H
6 76.76 12 P
7 ?6.81 18 H

8 77.01 11 J
9 77.07 14 H

10 77.34 8 J
11 77.45 3 S
12 77.62 5 S

'13 78.08 6 S
14 78.51 22 H
'5 78.75 15 HN

16 79.04 17 H J
17 79.25 21 H
'18 79.43 24 H
119 79.75 4 S
20 80.75 7 S
21 80.87 10 3

2 80.88 19 H
123 81.79 23 H
.24 82.04 16 H

Any two me3ns not bracketed by the * H - Helicopter
same line are significantly different J - Jet
at the P<.OI level. P - Propeller

TP - Turboprop
Any two means bracketed by the same S - Simulation
line are NOT significantly different
at P<.Ol level.

Figure 3-2. Significant differences for EPNdP'S) ewong 24
noises at P<.Ol level utilizing buncan's
Multiple Range Test.
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nats that are not judged to be at Leajt 3 EPNdB different, are both
adequately evaluated by that particular calc•l-ion procedure.

Figure 3-3 provides a plot of the judged valueb less their calcu-
lated values utilizing the four PNdB based engineering calculation pro-
cedures. As mentioned previously, if a calculation p..ocedure were to
work perfectly for all noises, all differences would oe zero. We be-
gin by examining the uncorrected PNdB differences and observe how
the tone and duration correction affects the differences. Notice that
tone correction iiever markedly improves PNdB but for the most part
keeps the difference approximately the same or degrades PNdB slightly.
However, for the most part, the duration correction decreases the dif-
ference between the judged and calculated values; this is particul;,rly
apparent for signals 11, IZ, 13, 14, 1.0, Zl, and •Z. The only signal
that involves an increase in the lifference between the judged and cal-
culated value is noise number 19. It is clear that the duration correc-
tion is very effective while the tone correction is not needed.

10.

8

0
6 v

0

4 - 0

0 V
-4. In •

V = PNdB
-6 = PNdBD

0 = PNdBT
- 8- 0 = EPNdB

V-10 1 3 5 7 8 11 014 16 18 20 22 Z4

Simulations CTOL Helicopters

NOISE NUMBERS

Figure 3-3. PNdB, PNdBT, PNdBD, and EPNdB Subjective dB's
based on mean individual response.
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Results as provided in Figure 3-3 can also be used to substantiate
findings from the pilot study concerning "slap" effects. Remembering
that signals with noise numbers 1. 2, 3, and 4 contained no, light, mod-
erate, and heavy "slap" respectively, results based on these four sig-
nals are examined. Using PNdBD, annoyance does increase as expected
with increased "slap". However, none of the differences is significant
(ranging from 1 to 3 PNdBD). Thusly, it is concluded that all of these
differences belong to the same set and are not reliably different.

3. 3. Z Absolute Acceptability

An analysis of varianct. was also performed on the absolute accept-
ability data. A summary of the results are given in Table 3..8. As ex-
pected, differences based on noise levels (4 dEA increments) were
highly significant providing an F-ratio of 45. 55. Differences among
noises averaged ,ver level were also significant as were differences
based or the first order interaction of noises times levels. This inter-
action finding means that differences are both a function of noise and
level or that level differences for some noises are greater at one Level
than at other levels.

Table 3-8. Summary of analysis of variance for
absolute acceptability data.

SOURCE OF Sum of i Mean Error Signif.
VARIANCE Squares o df Square Source F-ratio Point

Subjects (S) Z58.20 23 11.22 -- ------
Noises (N) 40.83 Z3 1,78 S x N 10.93 P<.005
Level (L) 87.40 4 21. 85 S x L 45. 55 P<. 005

S x N 85.89 529 .16
S x L 44.13 92 .48 .....

N x L 13.33 92 .14 SxNxL 1.'14 .P<.005
S x N x L 176.74 Z116 .08

Percent "accept the noises" are given in Table 3-9. Even for the
lowest level (nominal dBA of 57), the predictions of accepting the
noises if heard in their homes 4 to 5 times per hour during waking
hours are not considered high. The range is from 50. 0% acceptability
for signals 21 and Z4 to 87. 5% acceptability for signal number 13
which was a recording of a turboprop CTOL aircraft. Average accept-
aoility for the eleven helicopter recordings at 57 dBA is 65. 1% while
it is at 66. 7% for the four jet aircraft signals. This alsu provides
some additional evidence that calculation procedures util.zed to measure

"3 -ZI
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Table 3-9. Percent absolute acceptability for 5
"Levels of Z4 noise signals.

Noise Nominal dBA Level

No. 73 69 65 61 57

1 16.7 37.5 50.0 z8.3 70.8
Z 16.7 Z25.0 45.8 6Z. 5 70.8

C 3 8.3 2S. 0 37.5 54. Z 6Z. 5
4 4. Z Z5.0 33.3 41.7 58.3
5 20.8 Z5.0 ?-0.8 6Z. 5 66.7
6 8.3 4.2 Z 5.0 54.2Z 66.7
7 12.5 4. Z 33.3 33.3 58.3

8 16.7 37.5 54. Z 66.7 58.3
, 9 -0.8 Z9. 4 41.7 58.3 6Z. 5

10 Z5.0 33.3 33.3 66.7 66.7
S11 33.3 29.2 6Z . 5 66.7 70.8

12 54.2 58.3 54. Z 75.0 79.2
13 54. Z 70.8 70.8 66.7 87.5

14 29. 2 58.3 62.5 70.8 79.2
z2 15 12, 5 33.3 50.0 54. Z 58.3

S16 12.5 29. Z 1.7 70.8 70.8
/ 17 4. 2 16.7 33.3 45.8 58.3
" s 18 12.5 54. Z 6Z. 5 58.3 79. 2

19 Z5. 0 Z9. 2 45.8 66.7 75.0
20 29. 2 41.7 54. 2 66.7 79.2

- Z2 4. 2 16.7 16.7 20.8 50.0
, Z2 4.2 20.8 2-0.8 41.7 54. 2
LU Z3 4. Z 1Z. 5 37.5 54. Z 62.5

24 8.3 20.8 Z9. 2 50.0 50.0

annoyance to jet aircraft flyovers can also be utilized for helicopter
noise evalu-tions. That the absolute acceptability levels are con-
sidered on the low side will be emphasized in section 4. 0 Community
Acceptability Considerations.

3. 3. 3 "Slap" Detection Study

The high interest in "slap" effects led to the question of the level
above or below the steady state noise at which "slap" is just percep-
tible. Since "sIlap" primarily contains low frequency components,'
this could have significance for indoor noise effects due to the fact

3 - Z
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that low frequency noise is more difficult to attenuate tha-, higher
frequency noise. It was expected that "slap" detection would be a

function of the spectral content of the non-impulse noise and the
spectral characteristics (sharpness) of the slap. A study utilLinq
"three steady state noises which were white, pink, and USASI nois'. and
two impulse noises representing "slap" was completed. Both a normal
slap and sharp slapo were introduced at a 10 Hz rate during presentation
of the individ-:a' steadj state noises. Ten person.s took part in the ex-
periment utilizing tht following instructions:

We are looking for the level at which a pulsating noise be-
comes clearly perceptible against a steady ,,oise background.

We will present you with a short burst of noise and we want
you to tell us when you can clearly hear the pulsating noise.
Press the intercom call button whcn you hear this pulsating
noise.

First we will present the pulsating noise alone. Then we
will present a mixture of pulsating and steady noise, in which

the pulsating noise is clearly audible. After that, the pulsating
noise may or may not *'- audible in the steady noise. Press the
button whenever you are .... e '.' _3 there.

The results are given in Table 3-10 utilizing both RMS and
Peak dBA as measures of slap and, of course, RMS dBA as a measure
of the steady state noises. Detection of pulsating noise is very much
a function of the steady state noise with which it is presented. Using
peak dBA as a measure in white noise, it can be detected almost 1Z
dBA below the steady state noise level; but for USASI noise which has
more low frequency content, it must be Z dBA aba've USASI steady
state noise to be detected. Note that the difference between the "sharp"
and "normal" slap detection is always less than 1 dE and is not a sig-
nificant difference. Figure 3-4 plots the difference between the steady
state noise and slap for the sharp pulsating noise utilizing both RMS
dBA and Peak dBA. As high frequency content in the steady state
noise increases (USASI to Pink to White noise), "slap" detection in-
creases. For this study, the audibility of slap in either USASI or Pink
noise is achieved at the level at which the "slap" energy barely con-
tributes to the measured RMS dBA (slow) level. While in White noise,
"slap" is audible at considerably lower levels than can be measured.
It can be concluded that "slap" is unusually easy to detect but this does
not necessarily meaa that it increases annoyance significantly.
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Table 3-10. dBA differences between steady state noises and

point at which "slap" Is just. perceptible (steadf
state value less slap value).

Steady State Novies
White Pink USASI

Sharp R.MS Z6.9 17.4 13.1
Slap Peak 11.7 Z. z - Z. I

Normal RMS Z7. 0 16.9 12.7
I Slap Peak 11.8 1.8 - Z.4

30

U

~10

0

-10
USASI Pink White

0= RMS dBA of slap
0 = Peak dBA of slap

Figure 3-4. dBA difference for sharp slap to be audi-
ble for 3 steady state noises (steady state
value less slap value).
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3. 3. 4 Additional "Slap" Effects Considerations

Since there is considerable difference of expert upinion concern-
ing whether or not there is increased annoyance as a function of heli-
copter blade slap (see pp 1-Z to 1-4 of this report), some of the inten-
tions that were bagic to this study along with empirical findings are
reviewed.

The intent in developing the simulations for the pilot study was
to provide every opportunity for "slap" to show an effect on the annoy-
ance judgments. As the pilo study results of Figure Z-1, p. Z-1- show,
increased "slap" did not increase annoyance but slightly decreased
annoyance (within the bounds of experiment error) when engineering
calcu!ation procedures such as dBA wit'"- a tone and duration correction
were applied. In addition, when a crest. factor correction [CFC =
20(log Peak SPL/RMS SPL)] was applied to dBA, the relationship be-
tween the subjective evaluations of the noises and the calculated values
was decreased. Crest factor corrections for the 16 pilot study signals
are provided in Table 3-11. These results show that crest factor cot-
rections for the simulations were of the same magnitude as those ob-
tained from recordings of the Chinook helicopter. The aim in obtaining
recorded signals from this helicopter was to obtain maximum "slap"
(compare CFC of 10. 0 and 10. 1 for signals 4 and 5 to CFC of 10. 1 for
signal 9). Conclusions from the pilot study were that a correction for
"slap" is not required and that the CFC is not effective.

From a statistical inference standpoint, results from the main
6tudy are in agreement with those from the pilot study, i. e., engineer-
ing calculation procedures such as PNdB and dBA corrected for dura-
tion adequately reflec'• annoyance. However, if we examine annoyance
value results (subjective dB), utilizing PNdBD(S) for no, light, moder-
ate, and hea-v, slap (signals 1, 2, 3, and 4), the effect of slap does
progress in the expect-ed direction. PNdBD(S) values for signals 1,
2, 3, and 4 are 74. 0, 74. 8, 75. 7, and 77. 1 respectirely while ea':h
was calculated at 75. 7 PNdBD. There is some evidence for a slight
slap effect.

As a means of further investigating this slight slap effect, the
following investigation was completed. In order to assess the contri-
bution to the dBA and dBlinear levels of the different blade slaps used
in the simulation signals, a 1 /2", GR electret microphone was set up
in the Listening chamber in the approximate position of the subject's
head; no subject was present. The signal from the microphone was
fed to a GR 1933 Precision Sound Level Meter and to a Telequipment
D66 oscilloscope.
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Table 3-11. Pilot stv 'y noise signals with crest
factor correction (CFC) for highest
level of each signal.

No. DESCRIPTI( N _,,,CFC

1 Tail rotor noise simulation with no slap (Standard sig. ) 5. 5
l Tail rotor noitie with light slap at 10 beats/sec. 6.9
3 Tail rotor noise with moderate slap at 10 beats/sec. 9.0
4 Tail rotor noise with heavy slap at 10 beats/sec. 10.0
5 Tail rotor noise with moderate slap at 6 beats/sec. 10. 1

6 rail r-tor noise with :noderate slap at 18 beats/sec. 5. 8
7 Tail rotor noise with moderate slap at 10 beats/sec.

and fast rise timi.
8 Chinook level flyhy - direct and FM recording 8. 8
9 It I . - direct & rolled-off FM recording 10. 1

10 " " - direct recording only (no FM) 9.4

11 Chinook hover - direct and FM recording 6. 5
- direct and rc lied-off FM recording 7.7

13 - direct recording only (no FM) 9.4

"14 Chinook shallow turn - direct and FIM recording 8.4
15 -... direct & rolled-off FM recordingi 9. _
16 . . . - direct recording only (no FM) 1 7. 7

Using the steady state (tail rotor) noise, simulation 1, at its
highest presentation level, the intensity wav adjusted to give a suitable

peak-to-peak reading on .'.e oscilloscope screen and the maximum
dBA and dB tin (RMS) levels were measured on the sound level meter.

The'n, using the highest presentation level of Eimulation Z (tail rotor
plus light slap), which pictorially consi.ted of the steady state noise
with a superimposed slap pattern, the irntensity again was adjusted so
that the steady state portion of the -ignal had the same peak-to-peak
measurement on the oscilloscote screen as had simulation I (see Fig-
ure 3-5). The dBA and dB tin t-'veRs of the signal at this intensity were

measured. The tteady state tail rotor nois-, being the same in both
simulation I and Z, the difff -ence btw..ei the dBA (or dB ltin) levels
of the two signals is due to the 'ontrbutjon of the slap component.

This procedure was repeated for the other simulation signals,
3 through 7, and a table calculated of the additional effect on dBA and
dB lin of the different types ot slap used (lable 3-1l) over the levels
for simulation I. The accuracy of nieasur-ruient was taken to b.-
1 0. 4 dDA (or dB lin), this being the repeatability of .evels for simreula-
tion 1. As Table 3-1l shows, the inc rease in dB lin with additional
slap intensity (simulations Z, 3, and 4) is marked, arid with dBA the
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SSlap Peak

//iiI; / Peak-to-peako1: /
I ;~~ / / I \ of I //' i: i

Steady state noise fi'fi L :* " /it I_,!

Tail Rotor Noise rail Rotor Noise
plus Light Slap

Figure 3-5. Schematic of slap measurement approach.

Table 3-1Z. Contribution of slap.

Noise Additional Level over
No. DESCRIPTION tail rotor noise of Sim. 1

dBA dBA Linear

z Tail rotor noise plus light slap 0.9 1. 3

"3 Tail rotor noise plus moderate slap 1.4 4. 3

4 I Tail rotor noise plus heavy slap L. 5 14. 9

5 Tai' rotor noise plus moderate slap, 0.9 3. 1
I slow repetition rate

6 Tail rotor noise plus moderate slap, 1.0 6.0
fast repetition rate

7 Tail rotor noise plus moderate slap 0.8 3. 5
with sharp waveform

trend, though also increasing, is much less. This is due to the in-
crease in energy due to slap being mainly in the low frequencies,
which are weighted out by dBA. Even though simulation 4 has con-
siderably more slap than simulation Z, the additional effect on dBA
is only 1. 6dB.
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Although there in but slight evidence (Main Study results only)
that increases in "slap" increase annoyance response to helicopter
flyovers, there are two additional considerations involving applied
problems relative to "slap". These are considerations involving a
possible penalty for slap and an operational definition of slap.

Slap Penalty Considerations. As shown in Table 3-14, increase
in slap as measured by dBA is not pronounced due to the fact that the
slap results from low irequency acoustic energy. Thusly utilization
of a weighting network such as dBA would not p-ovide precision. How-
ever, dB in unweighted SPL does provide some meaningful differences
(dB linear column of Table 3-Li). Therefore, if there is interest in
providing a penalty tor slap, it is proposed that unweighted SPL be
utilised as shown in Table 3-13. As an example, if a helicopter fly-
over was measureu r 80 dBA and increase in SPL due to slap was
14 dB, this particular helicopter flyover would be assigned a dBA level
of 83 dBA.

Table 3-13. Penalty for slap in dBA.

SPL Increase
Due to Slap Penalty

Oto 5.9dB 0 dBA
6 to ll.9dB 4 dBA
1Z and greater 3 dBA

Operational Definition of Slap. As was shown in the "slap"
detection study of Section 3. 3. 3, detection of slap is a function oi be.h
slap level and spectral content of the "steady state" noise. In 'ýddition,
the pilot study results show that the crest factor correction (CFC) is
not adequately related to the annoyance judgments. Thusly, the
search for an operational definition of "slap" is elusive. Comparing
the peak 1/3-octave band spectra for signals 1 through 4 does suggest
an accurate measurement approach (See Appendix B). The slap is
clearly based on low frequency noise so the following measurement
approach is suggested.

(1) Measure peak SPL based on all Z4 I/3octave bands.

(Z) Measure peak SPL based only on I/3-octave bands from ZS0
to 10, 000 Hz (Bands Z4 to 40).

(3) The difference between (1) and U•) (measurement (I) less mea-
surement (Z)) is a measure in dB of the slap.
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Table 3-14 provides a hypothetical example of this suggestion.
This suggestion for operationr lly defining slap is based on the assump-
tion that most of the low frequency energy is contributed by "slap".
Thusly, for broad application, peak spectra from a number of differ-
ent types of helicopters under various operating conditions should be
examined.

Table 3-14. Hypothetical measurement of slap.

SPL Based SPL Based Measurement

Signal Description on 24 1/3 Octave on Bands Z4-40 of Slap

No Slap 81.3 dB 81. 1 dB 0.Z dB
Heavy Slap 93.7 dB 81. Z dB I1. 5 dB

3.4 References

3-1. MAN-Acoustics and Noise, Inc., "Noise Certification Criteria
amd Implementation Considerations for V!STOL Aircraft",
FAA-RD-75-190, November 1975.

3-Z. MAN-Acoustics and Noise. Inc., "City of Portland and Mult-
nomah County System Noise Management Program", Contract
No. USE-OR-10-00-0003, April 1975.
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4.0 COMMUNIITY AC:'ýLPTABILITY CONSIDERATIONS

There are two rmain aspects concerning community acceptability
for both Lelicopters and V/STOL -ircraft noise exposure. One aspect
invoives various kinds of residential living around airports out of
which the.,e aircraft operate, and in nia•y situations in conjunction
with CTOL aircraft. A second aspect of community acceptability is
concerned with various kinds of business activities around heliports
since many of them are located in business areas. Noise exposure
criteria are discussed ;n respect to both of these aspects of community
acceptability.

4. 1 Residential Living i:.d Noise Exposure

As shown by the results of this study, both PNdB and dBA cor-
rected for duration adequately reflect annoyance effects from helicop-
tes. This result is also c tifirmed by a previous study which included
evaluations of both V/STOL and helicopter noise (Ref. 4-1). Thusly,
work involIving effects of CTOL aircraft noise exposure can be utilized
for predictiii, effects of both helicopter and V/STOL noise exposure as
both lPNdB '.i,• dBA are utilized in measuring CTOL noise effects. For

residential living activities, the main concerns are a generalized auzaoy-
arce response to aircraft noise plus emphasis on sleep and speech in-
terference which contribute to this generalized annoyance response.
Although energy summation approaches such as CNR and NEF could be
used tv measure V/STOL or helicopter noise exposure, a meaningful
approach involves a limit on peak level that would provide noise expo-
sur,' compatible with residential living. In a recent study involving
spontaneous "Dislike" of airport noise, 5'. 4% of the respondents who
lived in areas exposed to aircraft noise at 85 dBA or greater reported
"Dislikeil of airport noise. However, for those who lived in the airport
influence ar-ea who were not exposed to aircraft noise greater than 85
dBA, 11. 1%76 reported "Dislike" of airport noise (Iýef. 4-Z!. This leads
to the criterion for V/STOL and helicopter noiae as follov's: if there
is outdoor noise at 81 dBA or greater, a problem area relative to noise
exposure exists, wL..e residential areas that are exposed to noise be-
low 85 dBA are not significantly impacted by the noise. Depending on
the types and frequency of operations for various aircraft, using a

time-level limit of no noise equal-to-or-greater than 85 dBA is equi-
valent to a NEF value of Z6 to 3U.

Although there is need for caution in respect to the attenuation
of the pulsating aspect of helicopter noise for indoor activities, this

4-1
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upper limit of no noise equal-to-or-greater than 85 dBA should not
markedly interfere with steep. As shown in a review of sLeep inter-
ference studies involving behavioral awakening, many persons do not
awake with flyover noise peaking at 70 dBA (Ref. 4 - 3 ). If ZO dBA
attenuation is obtained from the structure, peaks will be below 65 dBA.
Also, this level of 65 dBA will not markedly interfere with speech and
listening activities (Refs. 4-4 and 4-5).

A final comment involves the validity or accuracy oi the absolute
acceptability results obtained from this study. rhese results Are pre-
dictions based on hearing a particular noise on one occasion in an
austere laboratory environment. For most of these noises to have
been rated as 90% acceptablt, it is estimated that the lowest noise
level should be reduced from approximately 57 dBA to 48 to 50 dBA.
Thusly, the predictions are much too low when compared to actual
findings from the real life situations as shown in References 4-4 and
4-3. The main aim of the laboratory study was to evaluate engineering
calculation procedures. Other methodis are required to establish
thresholds of community acceptability and other criteria.

4. 2 Business Activities Around Heliports

Although there will be unique considerations concerning noise
exposure around various heliports, an indoor activity that is expected
to be quite prevalent involves speech communication activities asso-
ciated with various kinds of "office" work. Since one study (Ref. 4-6)
has shown that flyover levels peaking at 6b to 67 dBA are compatible
with classroom activities where speech communication is an important
factor, utilizing no indoor noise equal-to-or..greater than 65 dBA as
an upper limit can be considered as a standard. Thusly, the criterion
is a function of both peak noise levels and the attenuation properties of
the building. Earlier studies emphasizing office noise effects have
shown that annoyance ten, ls to increase as the noise reaches 55 dBA

and greater (Rt,!. 4-7). However, the concern was with steady state
(almost continuous) nois, 14 opposed to intrusions which come and go
an will the helicopter no.
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5.0 CERTIFICATION IMPLEMENTATION

There are two noise certification scherneti now in effect under
Federal Aviation Regulations Part 36: Appendix C which covers all
aircraft in the transport category, and all ,et-powered aircraft; and
Appendix F which pertains to small propelIle r-d riven aircraft up to
12, 500 pounds maximum takeoff gri)ss weight.

5. 1 Appendix C

For Appendix C certifications, the EPNL calculation procedure
requires peak noise measurements and corrections for duration and
tone content. The locations of the microphones used for noise mea-
surement are shown in Figure 5-1. The microphones are located to
measure noise on takeoff, both under and to the side of the flight path,
and also under the Ppproach path. The-specified takeoff and rpproach
flight paths are approximations of the way the aircraft actually fly in
normal operations and the measurement locations are somewhat repre-
s entative of typical airport /community interfaces around major air-
ports.

For an Appendix C certification, the so-called "weather window"
defines atmospheric limits within which the applicant may conduct the
certification tes~ts, provided the noise and aerodynamic data are cor-
rected to atmospheric standard day conditions. The procedure speci-
fied for making the corrections to standard day conditions requires
precision tracking of the aircraft position during the certification tests.
An Appendix C certification requires complex instrumentation and a
very high degree of technical competence.

5. 2 ' Appendix F

Appendix F provides for the noise certification of propeller -driven
small CTOL aircraft of up to 12, 500 pounds maximum takeoff gross
weight. The measurement scheme used for Appendix F certification
is shown in Figure 5-Z. The peak dBA is measured for a level flyover
at 1, 000 feet above the ground at maximum continuous power. No cor-
rections for duration or tone are applied. Aircraft position tracking
requirements are minimal, and no correction to standard day conditions
is necessary when the test is conducted within specified atmospheric
limits. To augment the levrel flyby noise measurement, Appendix F in-
cludes a performance correction which allows aircraft with superior

or-
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Figure 5-1. FAR Part 36, Appendix C measurement locations.
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Figure 5-Z. FAR Part 36, Appendix F measurement location.

climb performance an increased noise Limit, thus tending to equalize
the commnunity noise exposure potential during takeoff.

Appendix F is clearly intended to be a simpler procedure than
Appendix C, permitting the use of less complex instrumentation and

reducing the demands on the technical skills of certification personnel.

Moreover, in proportion to the total aircraft certification costs, an
Appendix C type requirement is much more reasonable for a transport
class aircraft than for many small propeller-driven aircraft. In fact,
for some small aircraft manufacturers, and certainly for many small
aircraft supplemental type certificate applications, an Appendix C type
requirement could be prohibitively expensive. In view cf the economics,
and the less critical nature of the smzll aircraft noise problem, it is
reasonable that a simplified procedure is used.

Appendices C and F both relate the maximum allowable noise to
the maximum takeoff gross weight of the aircraft, with the heavier
aircraft (which would normally require more power) permitted to make
more noise at the measuring peints. Appendix F focuses on noise mea-
surement at higb power settings, whereas Appendix C is concerned with
both takeoff and approach noise levels.

It is important to note that the motive for requiring both takeoff
and approach measuring p,)ints for Appendix C is not only to reflect

5-3
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corrniulnxty niv *- Xpo'ur.' at thos: points, but to also account for the

differences in t. ýiar,; tv-r ,f ;ot ••wine noise at the different power set-

tings. This -haract,.r d.,'s n.t significantly change with changing at-

mospheric conditions, .• that mc.asurenients mnade at one atmospheric

condition can r,,,asriaol. b:. extrapolated to another. For the helicop-

ter, howev,.', it i- possiblh for the' charaLiter of the noise to change
with, am~ong oth,.r thing,", t !-titing atniosph,.ric conditions, a compli-

cation whit h is discus.s.c; ;n th,' foilwing se.ction.

5. 3 Helicopter Certili'ctiull Cons-.d-raloUns

For th, a• ',... ,: ,. -'f rttfi,'ati'•n, the helicopter differs

in thret" iu•p,,rt.•i,. .•. s t.ro:ii th,. ( --tiventional fixed-wing aircraft

covered by Apped•( - C and F.: (1) it is capable of a greater range

of takeoff nd .tpp rt,ah i :;,j,,j tor're.s, (..) it c¢;n hover, and fly at very

slow sped-., (,t . :,m,. and. r ( t-rtain , onditions, produce the low fre-

quency impul.iv,. i.oit' ri,.t.rr,-d to a., bang or slap.

The r,:tu1 -" o'f tht- ituo': i•ii,-aL,. that annoyance due to helicop-

ter noises, vi'th or w\itht ilad, la., crrelates well with peak PNdB

when corrvct,.1! fý)r the ,cif,-( t- of biration, with annoyance increasing

as the peak and!, fr duratiurn irncrva-'v :n valutc. The presence of blade

slap not only increa-,s tht, p,-ak nois,, value, but, because of the rela-

tively grate r pripag ;t oa ot low treqcttncy acoustic energy, the dura-

tion is also ti-'ually in c:',ased, therhy conipounding the growth in an-

noyante. Th,.,st fi.din2': k orrob'irat,, th,- g,.ne.rally expressed intuition

that helicopter noise with blade stap 1.4 more annoying than without.

It appear.r unlk,!y, in the -va r future at least, that all new

helicopter types %.vil o o pnil.-tly it void of blade slap. However, for

the wide varittv :;I bi,. ',1aiv,.-t't:'d. PNdB with a duration cor-

rection adeqtiat ,.ly r,,1ft.: t ots- . :i1,,tian ce .c

The gem.-.ratit,': of Lw fr,.q,.ýirn'v tupulse noise for any particular

helicopter type ni;,v ),. -iffi 'te-d by ,t.- or niore of the following para-.

meters: forward ,•,.,.d, •,.r,•-O• i v.,aqt. nn rotor rigging, gravitational

(g) loading, ;attrio.ph.'ri. :fi, it%. po ,.'r ,,,!ttizlg, turbulence, climb or

descent grzidiet.t, .tttud,. a;.d ,.nt er of gravity location.

It is perhaps an i-'possKbly difficiilt task to design a practical
noise certifik'ation pro" !rure, which would insur , the inclusion of the
effects of blad,' sl. p '.0w..rf-'% r it e-xict.d in the range of possible oper-

ational conditions. "his is e.spe(,ially true when one considers that

the economics of the certification of niany helicopters are more similar to
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those of the small propeller aircraft than to the transport category,
with the attendant need to have a certification procedure less burden-
some than Appendix C. On the other hand, it can be argued that if a
helicopter type is capable of producing blade slap during normal oper-
ations, and the noise certification rule cannot prop -rly account for the
effects, then the rule will not be adequate to the job of limiting the
noise emissions.

Because of the apparently conflicting requirenienrs of practicality
and effectiveness, a balanced approach seams called for. Such an ap-
proach might be to construct a rule which requires the use of repre-

sentative operational maneuvers to demonstrate that,. within the bounds
of safety, the helicopter can conduct normal operations and meet re-
quired noise limits. The rule could include the foliowing maneuvers:

takeoff, approach, hover, and level flyover. The takeoff measuring

point would reflect the ability to climb, and relate that ability to noise

under the flight path, while the approach requirement would demon-
strate typical qualities of approach noise. There will be possible in-
t,.:actions between takeoff or approach gradients and noise levels at the

measuring points. However, to rigidly define the flight trajectory on
takeoff or approach may not only prevent the demonstration of the most
appropriate noise performance, but will probably significantly compli-
cate the position tracking requirements for the certification procedure.
It seems possible to allow the applicant to select the takeoff and ap-
proach trajectory, consistent with standard practice and safety, and
still have meaningful takeoff and approach noise limits.

The hovering requirement is necessary because many helicopter
operations will be conducted in high population density areas and the
hovering noise could constitute an important portion of the noise expo-
sure.

Helicopters are frequently used in ways which require cruising
speeds at -Ititudes where the noise exposure impact on the ground is
significant. Also, :ome helicopters are more likely to produce slap at
"* .gher speeds. Providing a certification requirement for a high speed

level flyover conditio-will , nus help define the noise performance of
the helicopter.

The four flight conditions discussed here arc not necessarily
sufficient for completely circums-ribing the maximum noise radiation
of a helicopter. Increasing th" "g" load as in a turn, for example, can
increase slap or produce it where it might not otherwise occur. Fur-
thermore, slap is sometimes more likely to occur dr iicrease on colder
days w-hen the air is more dense, a phenomenon whi h can make extra-
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polatiurij! w. ;,tn-ieric condition uncertain.
To requirc c ptt noise over the entire
range of ipk ~ t~ i-,it:ure that limits will not
be ex(c,- -i. . . rriezi on the applicant.
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SMicrophone Location

Figure 5-3. Boeing /Ve rtol -proposed helicopter
measurement locations.
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forniance envelope. The Ievel flyby altitude of 300 feet wai chosen
to meet the criteria reconunended in the previous paragraph and
should be stabilized at nmaxirnwn continuous power long enough to
ensure valid 10 dB down point.. for the purpose of calulatirg the
duration torrection. All certification measurements should be made
at maximumi rotor HPM ,and mnaximum gross weight.

The PNL rnicasureryie'rts and limits for hovcr should be speci-
fit(d without a duration torrection since the hovering duration is

undefined.

5. 5 \ -wi'hted M'oasurermentsj :nd Calculations

Sinct, much t oimunity nolisIt exposure data, and some conrmnon
coui.•.imnity nos e. expouure models ari, ba ,ed on A-weiihted mheasure -

ziuent,4 and extrapolations, it would bt a-ieful to require that all noise
data acquired during the hehcoptr certification be expressed ian A-

wer'ighted as wll a4 Nuy-weightd values, thus providing additional
basis for t otmnriunity noiste evaluation.

5-6. Determination of Ce rtificat-on Noise Linmts

Expli it in FAR Paart ib is the' stip,iLition that noiso "e rti i (ation
requir. morts ziust be' 01 orromuically rea,,onable and techno: igically
practicablt. In the, dote ri.uination of App'ndix C and F lnmi , this
h.is btn , s-a -ir(: tiv :).Is1e rOis, ar1tS Oh, the' ,x-1,trA1n alrC 1-aft whin h
bt-ýt aIi +:.l,. fJ l; , i,'',,d no.i,, -, redu, tio te, h :,l +, . In tht,

cast ,Ah,'r'', x;sto~i! ai r, raft do riot ,.tiploy optintl•zu iiui5' r,,diL t:ori

te:hnolo •2v', mn -,.djutt- t in the linir t w,4is rad, hb.isd .rý th, -- timmato-
of poss ,t,+ inqr ,%-*,.•e,#nt. This sa.;:ie approat h s,.4 :'14 pjrr i.ra•,t for

h.l:copte rs.
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6. 0 CONCLUSIONS

As indicated in the introduction, this program involved four
objectives. The three psychoacoustic experiments c.vntribute directly
to objective "1" an, Domewhat indirectly to objectives "'', "'3", and
"4". which also invsolve consideration of results from other studies.
Each objective is listed and conclusions and comments relative to
tbat objective are provided.

(1) Determine an engineering calculation procedure or weighting
network that validly reflects annoyance response to helicopter
airc raft.

It is concluded that PNdB according to FAR-36 and cor-
rected tor duration (PNdBD) validly reflects annoyance to a wide
variety of helicopter noises. No correction for "slap" or tone
is considered essential. Also, dBA corrected for duration is
not significantly different from PNdBD and thusly can be used
as a basis for community noise exposure models.

(4) Estimate noise exposure levels that will b,. compatible with
activities in areas surrounding heliports and airports at
which helicopters are based.

Based on other studies and the fact that dJ3A (including
duration) adequately reflects annoyance to CTOL, V/STOL,
and belicopters, i; ip concluded that no outdoor noise levels
equal-to-or-greater than 85 dBA can be consid- red as being
compatible with residential living around airports at which
helicopter% operate. For indoor activities involving speech
com.munication, no indoor noise equal-to-or-greater-than
65 dBA is proposed as an upper limit.

(3) Deterrnine the feasibility of incorporating noise exposure
effects from helicopter aircraft inito existing noise exposure
modeling approaches.

Since both PNdB and dBA along with a duration factor,
validly reflect E.rnnoyance to helicopter noise, energy surruma-
tion models such as CNR, NEF. a-d LDN could be used to
model helicopter noise on its own or in conjunction with
operations of other aircraft. Also, the amount of time that
the noise exceeds specified levels -f dBA can be utilized.

6-1



(4) Provide esse,|tial aspects of a certification measurement
approach for helicopter noise certifications.

Meeting this objective involved engineering considera-
tions of the riany facets of noise certification. rheue are
presented in Section 5. 0 of this report. However, a valid
engineering calculation procedure is basic to the certifica-

tion process. The results of this study lead to the conclu-
sion that PNdB corrected for duration (PNdBD) according

to FAR-36 should be used as the engineering ,alculation
procedure for helicopter certification.

It is also concluded that elimination of "heavy slap" is equiva-
lent to a maximum of a ' to 3 dBA reduction relative to annoyance
response.
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APPENDIX A

Engineering calculation procedure values for the five
levels of the twenty-four noise signals investigated and their
corresponding subjective dB values. Table A -13 provides
means for the log magnitude estimation results.
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TRALE R- 5 PHYSI%2L ARRLVSIS OF NOISE

SIUMNLS - R UNITS

NOISE LEVEL I LEVEL 2 LEVEL LEVEL 4 LEVEL 5 SupJ•LE

S 57. 5 61. . 65 1 69 0 7 1 6

. 5 7 6i.,5 •,4 eb. 2

56. 7 60. ! Q 71 6 65.

,1 57. 0 -9 64. 6 67.. 7 0. 1- ,.
5 56. 6 6 .2•. .6:1 '.: 5

6 95. .: 1, 0 2 8.. f

57. , 60 
6:.

tQ • .,,6, 1,•;• 4•:. 4 ? ."21. •

±Z '6. . , -

12 7 6 1 ,. . . 9

14 6,4 4:- - -

17 56. 4 .. .u ; .

10 56 •.. 
. 6 Q.

A,-6



TABLE A- 6 PHYSICAL ANALYSIS OF NOISE
SIGNALS - DSHEr UNITS

NOISE LEVEL I LEVEL 2 LEVEL Z LEVEL 4 LEVEL 5 SLIEJ(:,B

± 58. 61. 7. 69 " Z 9 59. 5
S5 . 2 6 . . .. E. 0. 9
57. 2 61. 64- 7.i 79. 626

.57.2 55. . 6 0 9 65 6
3 56.: 6, 6 .I . 0 v. 8 62. 9

5 6 56 C• lQ 9 ,0. 8
7 8 8. ,'8 4,

9 5g. 0 4. 6 . '2 7e.. • 4 62 e.1 i8 156. 9 6 0. 96'1

10 5.1 , . .7 a.I:. 0e 65. 7
1 52. :6 - 60 6 4 2 6 8 5 65 1

12 51. 5 ± b9.I
135u 4" ,-:5€. : .* ' -6 , •,.o.1

141 •i 5 56:S .1. 6 ~: 66 7,.".9 61 ?

15 564
'6 ,• 4 •".... e.; 1 **, ., *. Ž .:1. S.. " . 2

C ..'' . L 0t , • . . * . . ," 7 1 C .:
;. ... 5* 6 , ?E. 5

1:3 1 : 1 e1 2 F . ; 5 .5 1

",-1 640 . " '• • ::i '.' Z . : I 7•

;6..0• • , ." ' .' : . , C V. ,.*, '. ,1 6: . :. ±

-6 , 1.-
A1,7. 6 ,2
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TABLE A- 7 PHYSICAL RNHLYSIS OF NOISE

SIGNALS - DRT UNITS

NOISE LEVEL I LEVEL LEVEL LEVEL -l LEVEL !3 SUBJD8

1 60.7 6.4. 8. 21. 732 628

60.8 64 5 , 7. 0 8

S59 4 666 6..

.1 5865 59. 4 6280 =: ,.'t. 66?;.• E ;i

168 5 6 6 4 .'1 1 8
- ...... 4 S6:

I"59. 8 62 • =,.. 6:'i. ,*1-
11 60, 3 6-1 E.

16 57 7 9• 7 .? I.'• a . :.5 .12 5," '8 8: e = 4 ,a,.-.• -!? .- ;1 8
4-.

1.1 60 £ 6 0 8 e..6 • " .
.*..,- ." ,.t -"
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THBLE H- 9 PHYSICRL fHTLSIS OF NOISE
S I r'RLt ; - PLL-YI.I uNUrr
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APPENDIX B

Peak 1/3-octave spectra for PNdB calculations for

highest level of twenty-four noises utilized in the Main Study.
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A PPENDIX C

Peak 1/3-octave spectra for PNdB calculations for

highest level of twenty-four noises utilized in the Pilot Study.
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